






259 Copyright © 2008 Solus Industrial Innovations, LLC. All Rights Reserved.  6/08

U
H

M
W

 C
ov

er
s 

&
A

lu
m

in
um

 R
ai

ls

Material:
Aluminum 

.39 .13
.13

.70

.14
.12

1.14

.89

VG-P1878BC

VG-A1878T

	   Length (ft.)  Length (ft.)

	 VG-A1878-10 VG-A1878T-10 10 VG-P1878BC-10 10

	 VG-A1878-20 VG-A1878T-20 20 VG-P1878BC-20 20

VG-A1878 VG-P1878BC

  Length (ft.)	    Length (ft.)

 VG-A2520-10 10	 VG-P2520BC-10 VG-P2520NBC-10 VG-P2520WBC-10 10

 VG-A2520-20 20	 VG-P2520BC-20 VG-P2520NBC-20  20

2.0.34

1.20

.25

.48

.10
.10

1.62

.49

2.20

.12

2.0

.27

VG-A2520

VG-P2520BC

1/4

5/16

Combination Aluminum and UHMW Guide Rails

Material:
Aluminum 

Material:
UHMW

Material:
UHMW 

  Combination Group C
The following aluminum extrusions can be used with any of the UHMW inserts listed in this group. These rails are 
commonly used as side guides and as support members under belting and table top chain. The aluminum rail fastens 
with a 1/4 hex head bolt (not included).

  Combination Group D
The following aluminum extrusions can be used with any of the UHMW inserts listed in this group. 
These rails are commonly used as side guides and as support members under belting and table 
top chain. The aluminum rail fastens with a 5/16 carriage head bolt (not included).

.63
.13

.28
.22

3.0

2.031.53

.97

.52 

1.0 

.86 
.35 .13 

.13 

.13 

.27 

.63 

.27

.38
.13

.86
.63

1.53 2.27

.12
.12

.52

.13

2.0

.27

Options available for most wear strips:
Static Dissipative
UHMW:
add “-SD-” to
part number
 

Nolu-S UHMW:
(reduced friction)
add “-NS-” to
part number

Nolu-SR 
UHMW:
add “-SR-” to
part number

Example:
VG-P316HD-NS-10

In Stock items (subject to prior sales)
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Aluminum and UHMW Guide Rails

5/16
.38

.31.65

.54

  A350
Light Duty
Aluminum Rail
Light duty. Accepts VG-P350 
UHMW cover. Fastens with 5/16 
hex head bolt (not included).

Material: Aluminum

Part Number	 Length (ft.)

VG-A350-10 10

VG-A350-20 20

VG-P350

VG-A350

.46 .32

.25
Material: UHMW

Part Number	 Length (ft.)

VG-P350-10 10

VG-P350-20 20

  P350
UHMW Cover
For use with VG-A350 rail.

VG-A5015

VG-P5015BC

1.751.11

.75
.10

.10

1.55

.12
.53

Material: UHMW

Part Number	 Length (ft.)

VG-P5015BC-10 10

VG-P5015BC-20 20

Also shown on page 268.

  P5015BC
UHMW Cover
Low friction, wear resistant 
UHMW cover designed 
to be used with VG-A5015.

5/16

.85

.50

1.50

1.36

.07
.07

.07
.36

.59

.33

Material: Aluminum

Part Number	 Length (ft.)

VG-A5015-10 10

VG-A5015-20 20

  A5015
Aluminum Guide Rail
Aluminum extrusions commonly 
used as side guide rails and as 
support members under belting 
and table top chain. Fastens with 
5/16 carriage bolt (not included).

3/8

.68

1.97.89

.50

.32

.43

.09
.09

.09

1.79 Material: Aluminum

Part Number	 Length (ft.)

VG-A5020-10 10

VG-A5020-20 20

  A5020
Aluminum Rail
Accepts VG-P5020BC 
UHMW cover. Fastens with 3/8 
carriage bolt (not included).

1.57 2.20

.74
.10

.10

.12
.52

2.0 Material: UHMW

Part Number	 Length (ft.)

VG-P5020BC-10 10

VG-P5020BC-20 20

  P5020BC
UHMW Cover
For use with VG-A5020 rail.

VG-P5020BC

VG-A5020

In Stock items (subject to prior sales)
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Aluminum and UHMW Guide Rails

  P5015BC
UHMW Cover
For use with VG-G5015 
or VG-S5015 rail or any 
1/2 x 1-1/2 bar.

  5015
Steel Rail
Galvanized (G5015) or stain-
less steel (S5015). Accepts 
VG-P5015BC UHMW cover. 
Fastens with 3/8 carriage 
head bolt (not included).

1.50.39

1.40

.05.50
.05

.40
.05

VG-G5015
or

VG-S5015
VG-P5015BC

3/8

Material: Galvanized (G) or 
stainless steel (S).

Part Number	 Length (ft.)

VG-G5015-10 10

VG-G5015-20 20

VG-S5015-10 10

VG-S5015-20 20

Material: UHMW

Part Number	 Length (ft.)

VG-P5015BC-10 10

VG-P5015BC-20 20

  P2.5DB
Dogbone

3.25

2.5

.25

ø .75
Material: UHMW

	 Length 
Part Number	 (ft.)

VG-P2.5DB-10	 10

VG-P2.5DB-20	 20

1.751.11

.75
.10

.10

1.55

.12
.53

In Stock items (subject to prior sales)
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Material: 
Nolu-GR (green repro)

	

	 Dia. 

	 5/8 011R10A-5	 017R10A-5 012R10A-5

	 1 011R16A-5	 017R16A-5 012R16A-5

	 1-1/4 011R20A-5	 017R20A-5 012R20A-5

	 1-1/2 011R24A-5	 017R24A-5 012R24A-5

	 2 011R32A-5	 017R32A-5 012R32A-5

	 2-1/2 011R40A-5	 017R40A-5 012R40A-5

	 3 011R48A-5	 017R48A-5 012R48A-5

	

	 5/8 011R10A-10	 017R10A-10 012R10A-10

	 1 011R16A-10	 017R16A-10 012R16A-10

	 1-1/4 011R20A-10	 017R20A-10 012R20A-10

	 1-1/2 011R24A-10	 017R24A-10 012R24A-10

	 2 011R32A-10	 017R32A-10 012R32A-10

	 2-1/2 011R40A-10	 017R40A-10 012R40A-10

	 3 011R48A-10	 017R48A-10 012R48A-10

On request and for adequate quantities these bars can be produced with different lengths.	

5 
ft

. L
en

g
th

s

Material: 
Nolu-S (grey)

Aluminum and UHMW Guide Rails

  P38
3/8 UHMW Round Bar
Can be used with VG-021-03.

ø .375

ø .50

VG-021-

VG-621-

VG-032-

  P12
1/2 UHMW Round Bar
Can be used with VG-032-12-, 
VG-021-02 or VG-019-12.

See pages 227-228 for more informa-
tion, including 1/2" stainless steel rod.

Can be used as
FLEXIBLE
guides or rails!

 	 Length
Part Number Dia. 	 (ft.)

VG-P38RDBAR-10 3/8	 10

VG-P38RDBAR-20 3/8	 20 

Material: UHMW

 	 Length
Part Number Dia. 	 (ft.)

VG-P12RDBAR-10 1/2	 10

VG-P12RDBAR-20 1/2	 20

Material: UHMW

10
 f

t. 
L

en
g

th
s

  Round Bars

Material: 
UHMW-PE Natural

In Stock items (subject to prior sales)
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Flight Edging
Made from low friction, low wear, corrosive resistant UHMW, flight edging 
is a proven value that can extend the life of new screws and salvage exist-
ing ones with worn edges. It has also proven beneficial on inclined convey-
ors by safely reducing the clearance between screw and trough, helping to 
minimize fall-back of smaller particles. 

Flight edging is simply installed by winding the material around the shaft 
between the flights, then starting at one end, progressively tapping the 
extrusion onto the edge of the flight with a block or hammer. A fastener is 
required at the leading edge to hold flight edging in place. 

All flight edging is UV stabilized to reduce the effects of ultraviolet radia-
tion. This will significantly improve the life of the profile when exposed to 
direct sunlight, yet will not degrade any of the other desirable properties 
of the UHMW.

Improve clean-out of troughs

UV stabilized for outdoor use

Reduce fall-back on inclined screws

Eliminate hangers on shorter screws

Use with helicoid or sectional flights

Quick installation and replacement

Reduce noise and wear

Full Pitch
(equal to 

screw dia.)

Half Pitch
(equal to half 

screw dia.)

Irregular Pitch

Full Pitch
(equal to 

screw dia.)

Half Pitch
(equal to half 

screw dia.)

Irregular Pitch

Full Pitch
(equal to 

screw dia.)

Half Pitch
(equal to half 

screw dia.)

Irregular Pitch

To determine approximate 
amount of edging required 
(in feet), use the following 
formulas:

For Full Pitch Screws:
Length of conveyor 
section in feet x 3.4

For Half Pitch Screws:
Length of conveyor 
section in feet x 6.7

For Irregular Pitch Screws:
Number of pitches 

x dia. (in inches) x .283

Material: UHMW-PE Natural

PITCH
OF 

FLIGHTS

D

B

.75

C

A

	  	 A	 B	 C	 D
	 Part Number Part Number	 Screw	 Flight	 Profile	 Profile
	 (50 ft.) (100 ft.)	 Dia. (in.)	 Thickness	 Width	 Thickness

SCX-6-1/16-50	 SCX-6-1/16-100	 6 1/16 (.063)	 .437	 .350

SCX-6-134-50	 SCX-6-134-100	 6 1/8 (.125)	 .437	 .350

SCX-6-134-50	 SCX-6-134-100	 6 .134	 .437	 .350

SCY-6-3/16-50	 SCY-6-3/16-100	 6 3/16 (.188)	 .625	 .350

SCX-9-104-50	 SCX-9-104-100	 9 3/32 (.094)	 .437	 .350

SCX-9-104-50	 SCX-9-104-100	 9 .104	 .437	 .350

SCX-9-134-50	 SCX-9-134-100	 9 .134	 .437	 .350

SCY-9-3/16-50	 SCY-9-3/16-100	 9 3/16 (.188)	 .625	 .350

SCY-9-1/4-50	 SCY-9-1/4-100	 9 7/32 (.219)	 .625	 .350

SCY-9-1/4-50	 SCY-9-1/4-100	 9 1/4 (.250)	 .625	 .350

SCY-9-3/8-50	 SCY-9-3/8-100	 9 3/8 (.375)	 .625	 .350

SCX-12-134-50	 SCX-12-134-100	 12 1/8 (.125)	 .437	 .350

SCX-12-134-50	 SCX-12-134-100	 12 .134	 .437	 .350

SCY-12-3/16-50	 SCY-12-3/16-100	 12 3/16 (.188)	 .625	 .350

SCY-12-1/4-50	 SCY-12-1/4-100	 12 1/4 (.250)	 .625	 .350

SCY-12-3/8-50	 SCY-12-3/8-100	 12 3/8 (.375)	 .625	 .350

SCX-16-134-50	 SCX-16-134-100	 16 .134	 .437	 .350

SCY-16-1/4-50	 SCY-16-1/4-100	 16 7/32 (.219)	 .625	 .350

SCY-16-1/4-50	 SCY-16-1/4-100	 16 1/4 (.250)	 .625	 .350

SCY-16-3/8-50	 SCY-16-3/8-100	 16 3/8 (.375)	 .625	 .350

SCY-20-1/4-50	 SCY-20-1/4-100	 20 1/4 (.250)	 .625	 .350

SCY-24-1/4-50	 SCY-24-1/4-100	 24 1/4 (.250)	 .625	 .350

SCY-24-3/8-50	 SCY-24-3/8-100	 24 3/8 (.375)	 .625	 .350

SCY-24-3/16-50	 SCY-24-3/16-100	 24 3/16 (.188)	 .625	 .350

Flight Edging

In Stock items (subject to prior sales)
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	 UHMW	 Nolu-S		  A	 B	 C

	HAC-1624	 SAC-1624		  1	 1-1/2	 1-1/16

	HAC-2434	 SAC-2434		  1-1/2	 2-1/8	 1-9/16

	HAC-3244	 SAC-3244		  2	 2-3/4	 1-9/16

	HAC-3952	 SAC-3952		  2-7/16	 3-1/4	 2-3/8

	HAC-4864	 SAC-4864		  3	 4	 2-3/8

	HAC-5576	 SAC-5576		  3-7/16	 4-3/4	 3-1/8

  HAC
Hanger Bearing
Hanger styles:
20B-26B-28B-220-226-326

B

F

A

  HAA
Hanger Bearing
Hanger styles: 17-18B-19B-40

B

C

A

Material: UHMW, Nolu-S

	 UHMW	 Nolu-S		  A	 B	 C

	HAA-1624	 SAA-1624		  1	 1-1/2	 1-7/16

	HAA-2432	 SAA-2432		  1-1/2	 2	 1-15/16

	HAA-2438	 SAA-2438		  1-1/2	 2-3/8	 1-15/16

	HAA-3248	 SAA-3248		  2	 3	 1-15/16

	HAA-3959	 SAA-3959		  2-7/16	 3-11/16	 2-15/16

	HAA-4866	 SAA-4866		  3	 4-1/8	 2-15/16

Bearings of other dimensions or manufactured from other engi-
neered plastics can be made readily available.

	 UHMW	 Nolu-S	  A B	 F	 G

	HAB-1625	 SAB-1625	  1 1-9/16	 1-1/8	 1

	HAB-2436	 SAB-2436	  1-1/2 2-1/4	 1-3/8	 1-3/8

	HAB-3252	 SAB-3252	  2 3-1/4	 1-5/8	 1-5/8

	HAB-3964	 SAB-3964	  2-7/16 4	 1-5/8	 2-1/8

	HAB-4872	 SAB-4872	  3 4-1/2	 2-1/8	 2-1/4

	HAB-5578	 SAB-5578	  3-7/16 4-7/8	 2-11/16	2-7/16

B F

A

G

  HAB
Hanger Bearing
Hanger styles: 16B-216-216F-230-316

Hanger Bearings
Screw Conveyor Hanger Bearings are designed to support the center 
shaft of a feed screw, and are exposed to all media or products being 
conveyed. The bearing material used for screw conveyors must be 
carefully selected in order to withstand the environmental conditions 
and the presence of abrasive materials. 

In some applications, material selection is further limited 
by the need to comply with FDA and/or USDA 
specifications for food handling, which often rule 
out metallic bearing materials. Nonmetallic 
materials for screw conveyor hanger 
bearings are available from Solus. 
Both UHMW and Nolu-S are 
proven in numerous 
applications. 

Nolu-S

UHMW

Nolu-S is a proprietary alloy of food 
grade lubricants combined with 
UHMW. This creates a material 
which retains most of the proper-
ties of UHMW while significantly 
reducing friction. Nolu-S advantages 
include protection of expensive 
mating surfaces, lower noise levels 
and FDA and USDA approved 
ingredients.

H series hanger bearings are 
manufactured from UHMW, the 
most abrasion resistant, low friction 
thermoplastic created. This mate-
rial complies with FDA and USDA 
specifications for direct food contact 
applications. Impact loads will not 
crack these even at low temperature. 

Screw Conveyor Hanger Bearings

In Stock items (subject to prior sales)




