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1.18

1.26

0.12

0.
31

0.
31

2.
56

3.
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Material: Polyamide straps, acetal 
rollers, nickel plated brass spacers, 
stainless steel pins and screws.

  16800 series
Flexible Roller Module
These low noise, long life, bead guides offer 
quick installation and smooth operation. They are 
designed for boxes and containers (glass and 
plastic bottles, tin and strong aluminum cans). 
Excellent for accumulation areas.

0.20

0.35

2.20 0.10 2.20 0.10 2.20 0.10 2.20 0.10 2.20 0.10 2.20
13.72

Ø 0.41

1.18
1.26

0.71 0.
31

0.
31

2.
56

3.
19

1.
61

1.
97

Material: Stainless steel channel. 
Polyamide straps, acetal rollers, nickel 
plated brass spacers, stainless steel 
pins and screws.

Flexible Roller Assembly
with Stainless Steel Support
These low noise, long life, bead guides offer 
quick installation and smooth operation. 
They are designed for boxes and contain-
ers (glass and plastic bottles, tin and strong 
aluminum cans). Excellent for accumulation 
areas. Can be cut to length.

Minimum 
radius for a curved 

section is 10 in. (beads outside) 
and 12 in. (beads inside).

190265 metal = 3M (~10 feet). Includes 9 ea. 16801 or 16806 modules.

Flexible Bead and Roller Guides Orange Beads or Rollers!

Modules slide onto 40mm x 8 mm flat 
bars or the "M" profile below. Minimum 
radius for a curved section is 10 in. 
(beads outside) and 12 in. (beads 
inside).

Combine these single modules 
together to fit custom lengths!

3 meter assembled section!

Part Number	 Type	 Length

16827	 beads	 3M (~10 ft.)

16828	 rollers	 3M (~10 ft.)

		  Length	
Part Number	 Type	 (inches)

16801	 beads	 13.72

16806	 rollers	 13.72

16801

16806

Material: 304 stainless steel. 

Part Number	 A	 K	 Length

19077	 .23	 .39	 3M (~10 ft.)

190265	 .31	 .31	 3M (~10 ft.)

19079	 .39	 .39	 3M (~10 ft.)
Can be mounted 
by drilling a hole 
through the steel 

support. Use a 5/16" 
hex head to fasten.

5/16"
.06 A

K

.5
1

1.
57

  190
M-Profile
Stainless steel support for 
roller modules. See page 213 
for compatible bender rollers.

•	 Inexpensive
•	Corrosion resistant
•	On-site bendable

In Stock items (subject to prior sales) Items have 3 day lead time for assembly
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Green Rollers!

Modules slide onto 40mm x 8 mm flat 
bars or the "M" profile below. Minimum 
radius for a curved section is 10 in. 
(beads outside) and 12 in. (beads 
inside).

Material: Polyamide straps, acetal 
rollers and pins, nickel plated brass 
spacers, stainless steel screws.

	 Length	
Part Number	 (inches)

16500	 13.31

  16500 series
Heavy Duty, Single, 
Flexible Roller Module
These low noise, long life, bead guides offer 
quick installation and smooth operation. They 
are designed for rugged boxes and containers. 
Excellent for accumulation areas.

2.56 0.16 2.56 0.16 2.56 0.16 2.56 0.16 2.56

13.31

Ø 0.83

1.83

1.71

0.24 0.35

1.
61

0.
87

1.
97

1.83

1.71

0.12
1.

06

1.
97

Material: Stainless steel channel. 
Polyamide straps, acetal rollers and 
pins, nickel plated brass spacers, 
stainless steel screws.

	 Length	
Part Number	 (feet)

16550	 3M (~10 ft.)

 
Heavy Duty, Flexible 
Roller Assembly with 
Stainless Steel Support
These low noise, long life, bead guides 
offer quick installation and smooth opera-
tion. They are designed for rugged boxes 
and containers. Excellent for accumulation 
areas. Can be cut to length.

Minimum 
radius for a curved 

section is 10 in. (beads outside) 
and 12 in. (beads inside).

190265 metal = 3M (~10 feet). Includes 9 ea. 16500 modules.

Heavy Duty, Flexible Roller Guides

Combine these single modules together to fit custom lengths!

3 meter assembled section!

Material: 304 stainless steel. 

Part Number	 A	 K	 Length

19077	 .23	 .39	 3M (~10 ft.)

190265	 .31	 .31	 3M (~10 ft.)

19079	 .39	 .39	 3M (~10 ft.)
Can be mounted 
by drilling a hole 
through the steel 

support. Use a 5/16" 
hex head to fasten.

5/16"
.06 A

K

.5
1

1.
57

  190
M-Profile
Stainless steel support for 
roller modules. See page 213 
for compatible bender rollers.

•	 Inexpensive
•	Corrosion resistant
•	On-site bendable

In Stock items (subject to prior sales) Items have 3 day lead time for assembly
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	 Length	
Part Number	 (feet)

16152	 3M (~10 ft.)

  16152
Lane Divider
These low noise, long life, lane dividers offer 
quick installation and smooth operation. They 
are designed for rugged boxes and contain-
ers. Excellent for accumulation areas.

Ø 0.65

3M (~10 feet)

1.18
0.98

1.
06

1.
97

2.
75

0.
39

0.
39

0.79 Material: Stainless steel channels. 
Polyamide straps, acetal rollers and 
pins, nickel plated brass spacers, 
stainless steel screws.

	 Length	
Part Number	 (feet)

16142	 3M (~10 ft.)

  16142
Lane Divider
These low noise, long life, lane dividers 
offer quick installation and smooth opera-
tion. Excellent for accumulation areas.

0.53
0.32

3.
37

1.18
0.98

1.
06

1.
97

2.
55

0.
39

Ø 0.65

3M (~10 feet) Material: Stainless steel and alu-
minum channels. Polyamide straps, 
acetal rollers and pins, nickel plated 
brass spacers, stainless steel screws.

Flexible Roller Guides
Green Rollers!

5/16"
Hex

33955

13833

16152

0.
39

Ø
 0

.3
5

0.43

0.
91

0.26

0.
55

0.
91

0.08
0.67

1.
06 1.

46

0.
39

  13833
Roller Module Clamp
Stainless steel clamp 
for roller modules.

Part Number	

13833	

Material: 304 stainless steel. 

Material: 303 stainless steel.

Part Number	 Length (in.)	Ø (in.)

33955	 7	 1/2

  33955
Adjusting Rod

0.39
0.87

0.35Length

Ø

0.20

In Stock items (subject to prior sales) Items have 3 day lead time for assembly



280

Be
ad

 a
nd

Ro
lle

r G
ui

de
s

Copyright © 2008 Solus Industrial Innovations, LLC. All Rights Reserved.  6/08

1.4

1.96

2.69

.13 .62
Ø.19

3.87

4.61

5.78

6.48

2.96

3.66

684 BeadWall

Material: 10 ga. steel channel, polyamide pin rails, 
stainless steel pins, acetal beads.

  684
BeadWall
Low friction guiding surface with high density bead 
pattern. Excellent for combiner or accumulation areas. 
Operating temperature range: -4°F to +170°F.

.57
L to Lc c

Ø.62

.12 3/16"
steel pins

2"

4"

6"

3"

VG-684-SS-6
VG-684-PL-6

VG-684-SS-3
VG-684-PL-3

VG-684-SS-4
VG-684-PL-4

VG-684-SS-2
VG-684-PL-2

Combiner section 
ends (part # VG-681-) 
are listed on page 245.

Stainless Channel	 Plated Channel	 Length (ft.)	Height (in.)

VG-684-SS-2-02	 VG-684-PL-2-02	 2 	 2

VG-684-SS-2-03	 VG-684-PL-2-03	 3	 2

VG-684-SS-2-04	 VG-684-PL-2-04	 4	 2

VG-684-SS-2-05	 VG-684-PL-2-05	 5	 2

VG-684-SS-2-06	 VG-684-PL-2-06	 6	 2

VG-684-SS-2-07	 VG-684-PL-2-07	 7	 2

VG-684-SS-2-08	 VG-684-PL-2-08	 8	 2

VG-684-SS-2-10	 VG-684-PL-2-10	 10	 2

VG-684-SS-3-02	 VG-684-PL-3-02	 2 	 3

VG-684-SS-3-03	 VG-684-PL-3-03	 3	 3

VG-684-SS-3-04	 VG-684-PL-3-04	 4	 3

VG-684-SS-3-05	 VG-684-PL-3-05	 5	 3

VG-684-SS-3-06	 VG-684-PL-3-06	 6	 3

VG-684-SS-3-07	 VG-684-PL-3-07	 7	 3

VG-684-SS-3-08	 VG-684-PL-3-08	 8	 3

VG-684-SS-3-10	 VG-684-PL-3-10	 10	 3

VG-684-SS-4-02	 VG-684-PL-4-02	 2	 4

VG-684-SS-4-03	 VG-684-PL-4-03	 3	 4

VG-684-SS-4-04	 VG-684-PL-4-04	 4	 4

VG-684-SS-4-05	 VG-684-PL-4-05	 5	 4

VG-684-SS-4-06	 VG-684-PL-4-06	 6	 4

VG-684-SS-4-07	 VG-684-PL-4-07	 7	 4

VG-684-SS-4-08	 VG-684-PL-4-08	 8	 4

VG-684-SS-4-10	 VG-684-PL-4-10	 10	 4

VG-684-SS-6-02	 VG-684-PL-6-02	 2 	 6

VG-684-SS-6-03	 VG-684-PL-6-03	 3 	 6

VG-684-SS-6-04	 VG-684-PL-6-04	 4 	 6

VG-684-SS-6-05	 VG-684-PL-6-05	 5 	 6

VG-684-SS-6-06	 VG-684-PL-6-06	 6 	 6

VG-684-SS-6-07	 VG-684-PL-6-07	 7 	 6

VG-684-SS-6-08	 VG-684-PL-6-08	 8 	 6

VG-684-SS-6-10	 VG-684-PL-6-10	 10 	 6

18"
min. bending radius in 

either direction. See pg. 248 
for custom bend request form.

3/8" carriage bolt 
(not included) is available
in hardware kit number:
VG-205-HDW-03-P38 (plated)
VG-205-HDW-03-S38 (stainless)

10 ga. 
steel channel

(.130)

In Stock items (subject to prior sales)

Items have 3 day lead time for assembly
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685 Heavy Duty BeadWall

Material: 10 ga. steel channel, polyamide pin rails, 
stainless steel pins, acetal rollers.

.67
L to Lc c

Ø.68

.12

1.47

1.96

2.69

.13 .68
Ø.25

2"

3.87

4.614"

5.78

6.48

6"

7.65

8.388"

9.51

10.2410"

VG-685-SS-8
VG-685-PL-8

VG-685-SS-4
VG-685-PL-4

VG-685-SS-6
VG-685-PL-6

VG-685-SS-2
VG-685-PL-2

VG-685-SS-10
VG-685-PL-10

  685
Heavy Duty BeadWall
Low friction guiding surface with high density bead pat-
tern. Larger bead on larger pins accommodate larger 
load capacities. Excellent for combiner or accumulation 
areas. Operating temperature range: -4°F to +170°F.

Stainless Channel	 Plated Channel	 Length (ft.)	 Height (in.)

VG-685-SS-2-02	 VG-685-PL-2-02	 2 	 2

VG-685-SS-2-03	 VG-685-PL-2-03	 3	 2

VG-685-SS-2-04	 VG-685-PL-2-04	 4	 2

VG-685-SS-2-05	 VG-685-PL-2-05	 5	 2

VG-685-SS-2-06	 VG-685-PL-2-06	 6	 2

VG-685-SS-2-07	 VG-685-PL-2-07	 7	 2

VG-685-SS-2-08	 VG-685-PL-2-08	 8	 2

VG-685-SS-2-10	 VG-685-PL-2-10	 10	 2

VG-685-SS-4-02	 VG-685-PL-4-02	 2	 4

VG-685-SS-4-03	 VG-685-PL-4-03	 3	 4

VG-685-SS-4-04	 VG-685-PL-4-04	 4	 4

VG-685-SS-4-05	 VG-685-PL-4-05	 5	 4

VG-685-SS-4-06	 VG-685-PL-4-06	 6	 4

VG-685-SS-4-07	 VG-685-PL-4-07	 7	 4

VG-685-SS-4-08	 VG-685-PL-4-08	 8	 4

VG-685-SS-4-10	 VG-685-PL-4-10	 10	 4

VG-685-SS-6-02	 VG-685-PL-6-02	 2 	 6

VG-685-SS-6-03	 VG-685-PL-6-03	 3 	 6

VG-685-SS-6-04	 VG-685-PL-6-04	 4 	 6

VG-685-SS-6-05	 VG-685-PL-6-05	 5 	 6

VG-685-SS-6-06	 VG-685-PL-6-06	 6 	 6

VG-685-SS-6-07	 VG-685-PL-6-07	 7 	 6

VG-685-SS-6-08	 VG-685-PL-6-08	 8 	 6

VG-685-SS-6-10	 VG-685-PL-6-10	 10 	 6

VG-685-SS-8-02	 VG-685-PL-8-02	 2 	 8

VG-685-SS-8-03	 VG-685-PL-8-03	 3 	 8

VG-685-SS-8-04	 VG-685-PL-8-04	 4 	 8

VG-685-SS-8-05	 VG-685-PL-8-05	 5 	 8

VG-685-SS-8-06	 VG-685-PL-8-06	 6 	 8

VG-685-SS-8-07	 VG-685-PL-8-07	 7 	 8

VG-685-SS-8-08	 VG-685-PL-8-08	 8 	 8

VG-685-SS-8-10	 VG-685-PL-8-10	 10 	 8

VG-685-SS-10-02	 VG-685-PL-10-02	 2 	 10

VG-685-SS-10-03	 VG-685-PL-10-03	 3 	 10

VG-685-SS-10-04	 VG-685-PL-10-04	 4 	 10

VG-685-SS-10-05	 VG-685-PL-10-05	 5 	 10

VG-685-SS-10-06	 VG-685-PL-10-06	 6 	 10

VG-685-SS-10-07	 VG-685-PL-10-07	 7 	 10

VG-685-SS-10-08	 VG-685-PL-10-08	 8 	 10

VG-685-SS-10-10	 VG-685-PL-10-10	 10 	 10

Combiner section 
ends (part # VG-681-) 
are listed on page 245.

18"
min. bending radius in 

either direction. See pg. 248 
for custom bend request form.

1/4 stainless steel 
pins will support 
larger loads.

10 ga. 
steel channel

(.130)

3/8" carriage bolt 
(not included) is available
in hardware kit number:
VG-205-HDW-03-P38 (plated)
VG-205-HDW-03-S38 (stainless)

In Stock items (subject to prior sales)

Items have 3 day lead time for assembly
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1/4 stainless steel 
pins will support 
larger loads.

Material: 10 ga. steel channel, polyamide pin rails, 
stainless steel pins, acetal beads.

  682
Roller Combiner
Low friction guiding surface. Excellent for combiner 
or accumulation areas. 
Operating temperature range: -4°F to +170°F.

.67
L to Lc c

Ø.76

.16

VG-682-SS-6
VG-682-PL-6

VG-682-SS-4
VG-682-PL-4

VG-682-SS-2
VG-682-PL-2

VG-682-SS-8
VG-682-PL-8

VG-682-SS-10
VG-682-PL-10

   

9.51

10.2410"

7.62

8.38
8"

1.5

1.85
2.7

.13 .76
Ø.25

2"

3.78

4.6
4"

5.66

6.48

6"

Stainless Channel Plated Channel	 Length (ft.)	 Height (in.)

VG-682-SS-2-2 VG-682-PL-2-2	 2	 2

VG-682-SS-2-3 VG-682-PL-2-3	 3	 2

VG-682-SS-2-4 VG-682-PL-2-4	 4	 2

VG-682-SS-2-5 VG-682-PL-2-5	 5	 2

VG-682-SS-2-6 VG-682-PL-2-6	 6	 2

VG-682-SS-2-7 VG-682-PL-2-7	 7	 2

VG-682-SS-2-8 VG-682-PL-2-8	 8	 2

VG-682-SS-2-10 VG-682-PL-2-10	 10	 2

VG-682-SS-4-2 VG-682-PL-4-2	 2	 4

VG-682-SS-4-3 VG-682-PL-4-3	 3 	 4

VG-682-SS-4-4 VG-682-PL-4-4	 4 	 4

VG-682-SS-4-5 VG-682-PL-4-5	 5 	 4

VG-682-SS-4-6 VG-682-PL-4-6	 6 	 4

VG-682-SS-4-7 VG-682-PL-4-7	 7 	 4

VG-682-SS-4-8 VG-682-PL-4-8	 8 	 4

VG-682-SS-4-10 VG-682-PL-4-10	 10 	 4

VG-682-SS-6-2 VG-682-PL-6-2	 2  	 6

VG-682-SS-6-3 VG-682-PL-6-3	 3  	 6

VG-682-SS-6-4 VG-682-PL-6-4	 4  	 6

VG-682-SS-6-5 VG-682-PL-6-5	 5  	 6

VG-682-SS-6-6 VG-682-PL-6-6	 6  	 6

VG-682-SS-6-7 VG-682-PL-6-7	 7  	 6

VG-682-SS-6-8 VG-682-PL-6-8	 8  	 6

VG-682-SS-6-10 VG-682-PL-6-10	 10  	 6

VG-682-SS-8-2 VG-682-PL-8-2	 2 	 8

VG-682-SS-8-3 VG-682-PL-8-3	 3  	 8

VG-682-SS-8-4 VG-682-PL-8-4	 4  	 8

VG-682-SS-8-5 VG-682-PL-8-5	 5  	 8

VG-682-SS-8-6 VG-682-PL-8-6	 6  	 8

VG-682-SS-8-7 VG-682-PL-8-7	 7  	 8

VG-682-SS-8-8 VG-682-PL-8-8	 8  	 8

VG-682-SS-8-10 VG-682-PL-8-10	 10  	 8

VG-682-SS-10-2 VG-682-PL-10-2	 2 	 10

VG-682-SS-10-3 VG-682-PL-10-3	 3 	 10

VG-682-SS-10-4 VG-682-PL-10-4	 4 	 10

VG-682-SS-10-5 VG-682-PL-10-5	 5 	 10

VG-682-SS-10-6 VG-682-PL-10-6	 6 	 10

VG-682-SS-10-7 VG-682-PL-10-7	 7 	 10

VG-682-SS-10-8 VG-682-PL-10-8	 8 	 10

VG-682-SS-10-10 VG-682-PL-10 -10	 10 	 10

18"
min. bending radius in 

either direction. See pg. 248 
for custom bend request form.

Combiner section 
ends (part # VG-681-) 
are listed on page 245.

682 Roller Combiner

10 ga. 
steel channel

(.130)

3/8" carriage bolt 
(not included) is available
in hardware kit number:
VG-205-HDW-03-P38 (plated)
VG-205-HDW-03-S38 (stainless)

In Stock items (subject to prior sales)

Items have 3 day lead time for assembly
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  205-G
Braced Angle Bracket
Heavy duty base for VG-262 combiner 
bracket. 1/4" thick stainless steel. 
Built-in angled brace for maximum 
support of heavy loads.

  262
Ultra Heavy Duty Combiner Bracket
Easy, accurate, adjustable support for BeadWall or Roller Combiners up to 4" size. 
Adjust while line is running. All heavy duty stainless and noncorrosive parts.

Adjusting 
Knob

Locking
 Knob

Two 5/16" carriage 
bolts included

Two 3/8"
carriage 

bolts included

VG-682 series
VG-684 series
VG-685 series

1.25

1.0

54˚

36˚

2.30

5.0

1.25

.75

1.25

.30

1.50

.41

.88

3.80
2.0

.25

.188

.50

slot
2.4 x .34

2.5" 
Adjustability

Slot matches
mounting holes 
in selected 
combiner channels.

3/4" 
Acme 
thread

3.0

4.9
2.65

.40

1.50

3.70

Part Number Mounting Slot (in.)

VG-262-CS-53 2.65

Material: Stainless steel and ABS plastic knobs.

Part Number	

VG-205-G-14-S	

Material: 304 stainless steel.

  681
Combiner Section Ends
Sold as pairs. Section Ends are bolted to the 
BeadWall or Roller Combiner frame. Fastening 
holes must be drilled on-site for assembly. H

A

.34

5/16

1.00

.91

VG-684 VG-682/685

1.01

.49

1.00

Part Number	 Height (H) Slot (A)	 No. of Slots

VG-681-2	 1.75  1.25	 1

VG-681-3	 2.75 .75	 2

VG-681-4	 3.75 1	 2

VG-681-6	 5.38 1.25	 2

Material: 10 ga. stainless steel.

Ultra Heavy Duty Combiner Bracket

6-12" typ.

V1

V4 > V3

V2 > V1

V3 > V2

In Stock items (subject to prior sales)
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Combiner Accessories

VG-212 or VG-232 Stainless Steel Rods

  1568
T-head bolts
Included with the 
SpeedRail and 
SpeedRoll combiners.

Part Number	 L

VG-1568-01	 .64

VG-1568-02	 .76

VG-1568-03	 1.01

VG-1568-04	 1.26

Material: Stainless steel.

L

  HW684
BeadRail™ Washer
Washer required for applications 
using a tapped adjusting rod.

.81
.34

VG-684BR-1.5-SB-

VG-684WSH-S
Adjusting rod

Part Number

HW684WSHS

Material: Stainless steel.

For Steel Channels…

  040
BeadRail™ & SpeedRail™  Corner Clip
Allows Valu Guide jointed adjusting rods to be installed 
with articulation on the same plane as BeadRail, Speed-
Rail, or standard adjusting rods to be installed parallel.

Part Number

VG-040-01

Material: Stainless steel.

.34

22.5˚

1.0

1.01.0

1.0
.34

5/16

For Corner Rod Attachment…

  117
BeadRail™ & 
SpeedRail™ 

Splice Kits
Used for joining two 
sections of aluminum 
channel BeadRail 
or SpeedRail. 
Hardware included.

5.0

1.75
3.25

4.5

.50

1.25

.63

Part Number Compatibility Fastener

VG-117-50125 1-1/2" Alum. Bead Rail (pg 241) carriage bolt

VG-117-H50125 3" Alum. Bead Rail (pg 241) hex head bolt

VG-117-T50125 Speed Rail (pg 236) T-bolt (stainless)

Material: Zinc plated steel.

  687LDB
Lane Divider Bracket
Mounts to 687 series or 688 series lane dividers using 
provided T-Head bolts. Allows for easy attachment to any 
lane divider support using a 5/16 or M8 fastener.

For Lane Dividers…

For Fastening…

Part Number

VG-687LDB-516

VG-687LDB-M8

Material: Stainless steel.

For Splicing…

  687BSC
Bolt Slot Cover
Helps prevent build-up 
of unwanted materials 
in the channel bolt slot.

For Slot Covering…

Material: Flexible PVC.

Part Number	 Length (ft.)

VG-687BSC-25	 25	

VG-687BSC-50	 50	

In Stock items (subject to prior sales)
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Side Plows and Nose Plows

2.92

1.97 .95

.48

.72

1.43

.72

1.43

3.70

.256
thru

1.07
.09

.23
Nose Plow for 2-Strand
SpeedRail SB™ and 
SpeedRoll™ lane divider

3.50

2.0 1.5

1.15

.42

.35
thru

1.7

3.4

Side Plow for 2-Strand
SpeedRail™

Side Plow for 2-Strand 
SpeedRail SB™ 
and SpeedRoll™

.713.70

2.83

.59

.87

.24

.40

1.65

1.18

.711.89

2.83

.59

.87
.24

1.65

1.18

Part Number

16712
Material: Acetal with stainless 
steel fastener.

.701.89

2.17

.59

.87
.24

.98

1.18

Part Number

16714
Material: Acetal with stainless 
steel fastener.

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-687SP-3.3

2.0 1.5

1.0

.43

3.50

.35
thru

1.8

3.70

Part Number

16713
Material: Acetal with stainless 
steel fastener.

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-686SP-3.0

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-687NP-3.3

2.75

1.75 1.0

1.15

.42

.35
thru

.88

1.75

Side Plow for 
SpeedRail™

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-686SP-1.25

2.92

1.97 .95

.72

.48

1.43

1.90
.23

.256
thru

1.07

.09

Nose Plow for
SpeedRail SB™ and 
SpeedRoll™ lane divider

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-687NP-1.4

While supplies last.

1.75 1.0

1.0

.42

2.75

.35
thru

.95

1.90

Material: Machined Nolu-S with 
stainless steel fastener.

Part Number

VG-687SP-1.4

Side Plow for SpeedRail SB™ 
and SpeedRoll™

While supplies last.

In Stock items (subject to prior sales)
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Technical Information for BeadWall, BeadRail, and Roller Combiner

2"

3"

4"

6"

10"

4.02.0

VG-205-A,
B,C or D

VG-205-A,
B,C or D

VG-205-A,
C or D

VG-205-A,
C or D

12.0

12.0

12.0

Combiner frame hole patterns and 
recommended VG-205 mounting brackets

1.50

2.25

3.50

8" VG-205-E5.00

12.0

12.06.0

6.0

6.0

6.0

6.0

VG-205-E6.00
Symetrical

about 
center line.

VG-205 series L brackets can be 
bolted to the backside of the chan-
nel frame for mounting. See pages 
311-312 for more information.

.53

.95Ø .88 for 
3/8 carriage 

bolt

.40

Aluminum Channel Bead Guides
Part

Number
Maximum Deflection Moment of 

Inertia24 Length 36 Length
VG-686A-1.25 .007 .024 .020
VG-686A-3.0 .005 .016 .030
VG-687-1.4 .010 .034 .014
VG-687-3.3 .006 .019 .025
VG-688-1.4 .010 .034 .014
VG-688-3.3 .006 .019 .025
VG-684BR-1.5-AB .009 .031 .016
VG-684BR-3-AB .007 .024 .020

Steel Channel Bead Guides
10 gauge 

Channel Height
Maximum Deflection Moment of 

Inertia24 Length 36 Length
2 inches .005 .017 .048
3 inches .005 .016 .053
4 inches .004 .015 .057
6 inches .004 .014 .061
8 inches .004 .013 .064
10 inches .004 .013 .066

Single Metal Pins
Pin Length  
in Inches

Maximum Pin Deflection

3/16 dia. 1/4 dia.
2 .001 0
3 .004 n/a
4 .009 .003
6 .031 .01
8 n/a .023
10 n/a .045

Pin Length

Pin Dia.

Deflection

 20 lb. Distributed Weight Load

Pin
Length 3/16

.001

.004

.009

.031
n/a
n/a

1/4

0
n/a
.003
.01
.023
.045

Pin Dia.

2
3
4
6
8
10

Pin Length

Pin Dia.

Deflection

 20 lb. Distributed Weight Load

Pin
Length 3/16

.001

.004

.009

.031
n/a
n/a

1/4

0
n/a
.003
.01
.023
.045

Pin Dia.

2
3
4
6
8

10

Each 12" section has either 18 - 1/4" pins 
or 21 - 3/16" pins to spread the load.
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Custom Bead Guide Bending Request

	 Single Bends  
	 If available, please include a detailed drawing of desired bend.
 BASE PART NUMBER: ______________________ (example: VG-684-Pl-6-)
 RADIUS OF BEND (R): ______________________inches
 ANGLE OF BEND (D): ______________________degrees
 QUANTITY: ______________________pieces
 TYPE OF BEND:  nside Curve   Outside Curve

Our manufacturing process typically requires the inclusion of 3 to 6 inch tangents on each end of the curve. There is 
no additional cost for this. If specific tangents are required, please indicate below.

  TANGENT LENGTH (T1): ______________________inches
  TANGENT LENGTH (T2): ______________________inches

Inside 
Curve

Outside 
Curve

Solus will be pleased to quote on custom bending of our bead guides to your special requirements. This page may be 
copied and used to send us your specifications. For assistance, please contact Solus customer service:

phone: 866-765-8744    fax: 866-447-6587

Person Requesting Custom Information__________________________________________________________________________

Company Name_____________________________________________________________________________________________

Address___________________________________________________________________________________________________

City_ ________________________________________________________ State________________ Zip_ _____________________

Phone (      )___________________________________________________ Fax (      )_____________________________________

	 S-Curve Bends
	 If available, please include a detailed drawing of desired bend.
 BASE PART NUMBER: ______________________ (example: VG-684-Pl-6-)
	r ADIUS OF BEND (r1):	 ______________ inches
 rADIUS OF BEND (r2): ______________ inches
 ANGLE OF BEND (X): ______________ degrees
 ANGLE OF BEND (Y): ______________ degrees
 LENGTH (L1): ______________ inches
 LENGTH (L2): ______________ inches
 LENGTH (L3): ______________ inches
Comments:  
___________________________________________________________________________________ 		
___________________________________________________________________________________
___________________________________________________________________________________

X
angle

R1 radius
R2

radius

L2
length

L1 length

L3 length

Y angle

Use bead contact surface 
for radius measurement
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