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0-1"

Sleeve

(A)
Range of piston rod travel: 

1, 1-1/2 or 2-1/2 inches

(B) 
Sleeve length: 
2, 3, or 5 inches

(C) 
Bracket Height: 
2.5 or 3.5 inches

(D) 
Optional Positioning Tabs: 

3/8 and 5/16 inches

(E) 
Rod end tap: 

3/8-16 or 5/16-18 inches

A B

C

E

3/8 or 5/16 
hardware D

(Optional)

cut

Home

cu
t

1

2

Collar  
Positioning Spacer
Included with each SpeedSet post 
bracket is a single spacer that 
can accommodate 2 positioning 
lengths in addition to the "Home 
Position" by cutting as shown. 
Spacer length corresponds to the 
length of travel.

Included!
"Home Position"

(spacer not 
engaged)

1st
Position

2nd
Position

1" Collar Positioning 
Spacer included 
with each bracket. 
See page 290 for 
more information.

Adjustment Range (Travel), 
0 thru 1 inch

	  					     With Tabs				    Without Tabs
	 Tab/Hdw.  Sleeve	 Travel 	 Rod 		  2.5 in. Height			   3.5 in. Height			   2.5 in. Height		  3.5 in. Height	
	 Size (in.) Length (in.)	 (in.)	 Tap (in.)		  Part Number 			   Part Number 			   Part Number 		  Part Number 	

2 inch sleeves
	 3/8 2	 1.0	 3/8	 VG-211QT3-25-02-10-38		  VG-211QT3-35-02-10-38		  VG-211Q-3-25-02-10-38	 VG-211Q-3-35-02-10-38
	 3/8 2	 1.0	 5/16	 VG-211QT3-25-02-10-516		  VG-211QT3-35-02-10-516		  VG-211Q-3-25-02-10-516	 VG-211Q-3-35-02-10-516
	 5/16 2	 1.0	 3/8	 VG-211QT5-25-02-10-38		  VG-211QT5-35-02-10-38		  VG-211Q-5-25-02-10-38	 VG-211Q-5-35-02-10-38
	 5/16 2	 1.0	 5/16	 VG-211QT5-25-02-10-516		  VG-211QT5-35-02-10-516		  VG-211Q-5-25-02-10-516	 VG-211Q-5-35-02-10-516

3 inch sleeves
	 3/8 3	 1.0	 3/8	 VG-211QT3-25-03-10-38		  VG-211QT3-35-03-10-38		  VG-211Q-3-25-03-10-38	 VG-211Q-3-35-03-10-38
	 3/8 3	 1.0	 5/16	 VG-211QT3-25-03-10-516		  VG-211QT3-35-03-10-516		  VG-211Q-3-25-03-10-516	 VG-211Q-3-35-03-10-516
	 5/16 3	 1.0	 3/8	 VG-211QT5-25-03-10-38		  VG-211QT5-35-03-10-38		  VG-211Q-5-25-03-10-38	 VG-211Q-5-35-03-10-38
	 5/16 3	 1.0	 5/16	 VG-211QT5-25-03-10-516		  VG-211QT5-35-03-10-516		  VG-211Q-5-25-03-10-516	 VG-211Q-5-35-03-10-516

5 inch sleeves
	 3/8 5	 1.0	 3/8	 VG-211QT3-25-05-10-38		  VG-211QT3-35-05-10-38		  VG-211Q-3-25-05-10-38	 VG-211Q-3-35-05-10-38
	 3/8 5	 1.0	 5/16	 VG-211QT3-25-05-10-516		  VG-211QT3-35-05-10-516		  VG-211Q-3-25-05-10-516	 VG-211Q-3-35-05-10-516
	 5/16 5	 1.0	 3/8	 VG-211QT5-25-05-10-38		  VG-211QT5-35-05-10-38		  VG-211Q-5-25-05-10-38	 VG-211Q-5-35-05-10-38
	 5/16 5	 1.0	 5/16	 VG-211QT5-25-05-10-516		  VG-211QT5-35-05-10-516		  VG-211Q-5-25-05-10-516	 VG-211Q-5-35-05-10-516

SpeedSet Post Brackets

  211Q
SpeedSet Post 
Brackets
Combines the strength and appearance 
of post brackets with the innovative 
features of SpeedSet (page 288-290). 
SpeedSet Post Brackets can be used 
alone or in combination with VG-205 
or VG-245 angle brackets.

Items have 3 day lead time for assembly
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							       With Tabs					     Without Tabs
Tab/Hdw. 	 Sleeve	 Travel 	 Rod 		  2.5 in. Height			   3.5 in. Height			   2.5 in. Height			   3.5 in. Height	
Size (in.)	 Length (in.)	 (in.)	 Tap (in.)		  Part Number 			   Part Number 			   Part Number 			   Part Number 	

5 inch sleeves
	 3/8	 5	 2.5	 3/8	 VG-211QT3-25-05-25-38		  VG-211QT3-35-05-25-38		  VG-211Q-3-25-05-25-38		  VG-211Q-3-35-05-25-38
	 3/8	 5	 2.5	 5/16	 VG-211QT3-25-05-25-516		  VG-211QT3-35-05-25-516		  VG-211Q-3-25-05-25-516		  VG-211Q-3-35-05-25-516
	 5/16	 5	 2.5	 3/8	 VG-211QT5-25-05-25-38		  VG-211QT5-35-05-25-38		  VG-211Q-5-25-05-25-38		  VG-211Q-5-35-05-25-38
	 5/16	 5	 2.5	 5/16	 VG-211QT5-25-05-25-516		  VG-211QT5-35-05-25-516		  VG-211Q-5-25-05-25-516		  VG-211Q-5-35-05-25-516

0-2½"

SleeveRod

Travel
21/2"  Collar 
Positioning Spacer 
included with each 
bracket. See page 290
for more information.

Adjustment Range (Travel), 
0 thru 2½ inches

SpeedSet Post Brackets

0-1½"

SleeveSleeveRod

Travel 11/2" Collar 
Positioning Spacer 
included with each 
bracket. See page 290
for more information.

Adjustment Range (Travel), 
0 thru 1½ inches

	  		   		  With Tabs					     Without Tabs
	 Tab/Hdw.  Sleeve	 Travel 	 Rod  	 2.5 in. Height			   3.5 in. Height			   2.5 in. Height			   3.5 in. Height	
	 Size (in.) Length (in.)	 (in.)	 Tap (in.) 	 Part Number 			   Part Number 			   Part Number 			   Part Number 	

3 inch sleeves
	 3/8 3	 1.5	 3/8 VG-211QT3-25-03-15-38		  VG-211QT3-35-03-15-38		  VG-211Q-3-25-03-15-38		  VG-211Q-3-35-03-15-38
	 3/8 3	 1.5	 5/16 VG-211QT3-25-03-15-516		  VG-211QT3-35-03-15-516		  VG-211Q-3-25-03-15-516		  VG-211Q-3-35-03-15-516
	 5/16 3	 1.5	 3/8 VG-211QT5-25-03-15-38		  VG-211QT5-35-03-15-38		  VG-211Q-5-25-03-15-38		  VG-211Q-5-35-03-15-38
	 5/16 3	 1.5	 5/16 VG-211QT5-25-03-15-516		  VG-211QT5-35-03-15-516		  VG-211Q-5-25-03-15-516		  VG-211Q-5-35-03-15-516

5 inch sleeves
	 3/8 5	 1.5	 3/8 VG-211QT3-25-05-15-38		  VG-211QT3-35-05-15-38		  VG-211Q-3-25-05-15-38		  VG-211Q-3-35-05-15-38
	 3/8 5	 1.5	 5/16 VG-211QT3-25-05-15-516		  VG-211QT3-35-05-15-516		  VG-211Q-3-25-05-15-516		  VG-211Q-3-35-05-15-516
	 5/16 5	 1.5	 3/8 VG-211QT5-25-05-15-38		  VG-211QT5-35-05-15-38		  VG-211Q-5-25-05-15-38		  VG-211Q-5-35-05-15-38
	 5/16 5	 1.5	 5/16 VG-211QT5-25-05-15-516		  VG-211QT5-35-05-15-516		  VG-211Q-5-25-05-15-516		  VG-211Q-5-35-05-15-516

Items have 3 day lead time for assembly
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  Q-10
SpeedSet Cartridge, 
0-1" Travel

SpeedSet Cartridges
SpeedSet Cartridges solve conveyor line change problems…
quickly. Use SpeedSet for preset conveyor guide rail adjust-
ability that is fast and accurate without the need for tools. 
SpeedSet is fast because a simple push on the end knob 
moves the rod, clamp, and guide rail. SpeedSet is accurate 
due to the innovative positioning spacer design. Cartridges 
are available as part of bracket assemblies within this cata-
log, or choose from stand alone cartridges on this page. The 
SpeedSet Cartridge rod sleeve must be firmly held in position 
for proper operation.

Sleeve Length

Range of 
Travel

3/8" or 5/16" 
tap x 3/4" deep

Ø1/2"

Ø3/4"

  Q-15
SpeedSet Cartridge, 
0-1.5" Travel

  Q-25
SpeedSet Cartridge, 
0-2.5" Travel

Included with each SpeedSet Cartridge!
cut

Home

cu
t

1

2

SpeedSet Cartridges

Sleeve Length
Range of
 Travel

Tapped
Rod Thread

Part
Number

1½"

1"

2"

3"

5"

3"

5"

2½"

5"

VG-Q-03-10-516

VG-Q-03-10-38

5/16

3/8

VG-Q-02-10-516

VG-Q-02-10-38

5/16

3/8

VG-Q-05-10-516

VG-Q-05-10-38

5/16

3/8

VG-Q-03-15-516

VG-Q-03-15-38

5/16

3/8

VG-Q-05-15-516

VG-Q-05-15-38

5/16

3/8

VG-Q-05-25-516

VG-Q-05-25-38

5/16

3/8

Items have 3 day 
lead time for assembly
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Material: Bracket is zinc plated or polished
stainless steel.

3/16 or 1/4

.41

7.75

1.5

3.41

2.0 .50

3.25

90˚

.42

2.41

Note: Dimensions shown are nominal for 1/4 inch thick brackets.

1/8, 3/16 or 1/4

.40

5.30

1.75

1.75

.63

2.0 .50

3.25

90˚

1.5

.50

1/8, 3/16 or 1/4

.40

3.75

2.0

2.0 .50

90˚

1.5

3.25

.50

2.0 .50

.40

1.5

1.25

1.25

.75

.25

5.0

3.75

1/8, 3/16 or 1/4

Unique integrally formed 
gusset dramatically increases 
unit load carrying capability.

3/16 or 1/4

.40

5.30

1.5

4.13

2.0 .50

3.15

90˚

.50

Matches 8" 

and 10" bead guide 

bolt hole patterns

Individual Metal "L" Brackets

  205-A
Long 
Angle Bracket
(Double Slot)

  205-B
Standard 
Angle Bracket

  205-C
Gusseted 
Angle Bracket

  205-D
Long 
Angle Bracket
(Single slot)

  205-E
Long 
Angle Bracket
(Double slot)

Part Number Stainless	 Plated Thickness

VG-205-A-18-P 	 • 1/8

VG-205-A-18-S •	  1/8

VG-205-A-316-P 	 • 3/16

VG-205-A-316-S •	  3/16

VG-205-A-14-P 	 • 1/4

VG-205-A-14-S •	  1/4

Part Number Stainless	 Plated Thickness

VG-205-B-18-P 	 • 1/8

VG-205-B-18-S •	  1/8

VG-205-B-316-P 	 • 3/16

VG-205-B-316-S •	  3/16

VG-205-B-14-P 	 • 1/4

VG-205-B-14-S •	  1/4

Part Number Stainless	 Plated Thickness

VG-205-C-18-P 	 • 1/8

VG-205-C-18-S •	  1/8

VG-205-C-316-P 	 • 3/16

VG-205-C-316-S •	  3/16

VG-205-C-14-P 	 • 1/4

VG-205-C-14-S •	  1/4

Part Number Stainless	 Plated Thickness

VG-205-D-316-P 	 • 3/16

VG-205-D-316-S •	  3/16

VG-205-D-14-P 	 • 1/4

VG-205-D-14-S •	  1/4

Part Number Stainless	 Plated Thickness

VG-205-E-316-P 	 • 3/16

VG-205-E-316-S •	  3/16

VG-205-E-14-P 	 • 1/4

VG-205-E-14-S •	  1/4

In Stock items (subject to prior sales)
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To order: Determine the style required from the chart above then select the part number based on the material type 
and thickness. Example: VG-205-AB-316-P = A top / B bottom, 3/16 inch thick material, zinc plated.

3/8 
carriage bolt

RH-30-BK-FS3816
or

RH-30-BK-FP3816

3/8 carriage bolt

This hardware kit is
included with 205 
Bracket Assemblies
shown above.

Standard Metal "L" Bracket Assemblies
All bracket assemblies include appropriate VG-205-HDW-03 hardware assembly.

0

1

2

3

4

5

6

1

2

3

4

5

6
0 1 2 3 4

VG-205-AC-18-P
VG-205-AC-18-S
VG-205-AC-316-P
VG-205-AC-316-S
VG-205-AC-14-P
VG-205-AC-14-S

VG-205-AB-18-P
VG-205-AB-18-S
VG-205-AB-316-P
VG-205-AB-316-S
VG-205-AB-14-P
VG-205-AB-14-S

VG-205-BC-18-P
VG-205-BC-18-S
VG-205-BC-316-P
VG-205-BC-316-S
VG-205-BC-14-P
VG-205-BC-14-S

VG-205-BB-18-P
VG-205-BB-18-S
VG-205-BB-316-P
VG-205-BB-316-S
VG-205-BB-14-P
VG-205-BB-14-S

VG-205-DC-316-P
VG-205-DC-316-S
VG-205-DC-14-P
VG-205-DC-14-S

VG-205-DB-316-P
VG-205-DB-316-S
VG-205-DB-14-P
VG-205-DB-14-S

STYLE
"AC"

STYLE
"AB"

STYLE
"BC"

STYLE
"BB"

STYLE
"DC"

STYLE
"DB"

0

1

2

3

4

5

6

1

2

3

4

5

6
0 1 2 3 4 0 1 2 3 4 0 1 2 3 4 0 1 2 3 4 0 1 2 3 4 0 1 2 3 4

VG-205-CC-18-P
VG-205-CC-18-S
VG-205-CC-316-P
VG-205-CC-316-S
VG-205-CC-14-P
VG-205-CC-14-S

STYLE
"CC"

A A

B

B

B

B
B

C

C CCC

D D

Use for upper or 

lower bracket!Metal "L" Brackets
Adjustable metal bracket that fits 
most every application and cost 
requirement. Available in five differ-
ent styles each with various metal 
thicknesses for light to heavy duty 
needs. The taller top angle, with 
single or double slots, provides 
increased rail adjustability. The 3 
inch high VG-205-B may be used 
as a lower cost base angle or as a 
top angle where a shorter range of 
height adjustability is acceptable. 

Bracket lateral 
adjustment is 
1.5 inches in 

either direction.

1.5

1.5

Lc

3/8

VG-205-A

VG-205-C
3/8

VG-016-01

VG-205-C

VG-205-HDW-02-P38

VG-011-01

VG-205-B

Optional 
Hardware Kit

Metal "L" Bracket Assemblies

Part Number Material

VG-205-HDW-03-P38 P

VG-205-HDW-03-S38 S

Material: Plated (P) or 
stainless steel (S) hardware.

Part Number Material

VG-205-HDW-02-P38 P

VG-205-HDW-02-S38 S

In Stock items (subject to prior sales) Items have 3 day lead time for assembly
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Part Number	 Ø Rod

VG-641T-K-12	 1/2

VG-641T-K-58	 5/8

VG-641T-K-34	 *3/4

Material: Stainless steel.
Black nylon knob.

Part Number	 Ø Rod

VG-641T-R-12	 1/2

VG-641T-R-58	 5/8

VG-641T-R-34	 *3/4

Material: Stainless steel.
Black nylon ratchet handle.

Part Number	 Ø Rod

VG-641T-N-12	 1/2

VG-641T-N-58	 5/8

VG-641T-N-34	 *3/4

Material: Stainless steel.
Stainless steel hardware.

1.0

.38

1.5

Ø RodØ Rod

.41 typ.

Ø Rod

VG-641T-K-
(with tabs)

.64 (1/2 inch rod)

.74 (5/8 inch rod)

.82 (3/4 inch rod)

1.50

1.0

0.32
max.

thickness

*	 Ø3/4 versions can be converted 
to SpeedSet brackets.

Part Number	 Ø Rod

VG-641-K-12	 1/2

VG-641-K-58	 5/8

VG-641-K-34	 *3/4

Material: Stainless steel.
Black nylon knob.

Part Number	 Ø Rod

VG-641-R-12	 1/2

VG-641-R-58	 5/8

VG-641-R-34	 *3/4

Material: Stainless steel.
Black nylon ratchet handle.

Part Number	 Ø Rod

VG-641-N-12	 1/2

VG-641-N-58	 5/8

VG-641-N-34	 *3/4

Material: Stainless steel.
Stainless steel hardware.

1.0

1.5 .41 typ.

Ø Rod Ø Rod Ø Rod

VG-641-K-
(without tabs)

*	 Ø3/4 versions can be converted to SpeedSet brackets.

*	 Ø3/4 versions can be converted to SpeedSet brackets.

Rod Mounts

  641T
Rod Mounts
Used for conveyor lane 
dividing applications or 
other rod adjustment situ-
ations. Positioning tabs 
lock the rod to bracket 
slots at 90°.

  641
Rod Mounts
Used for conveyor lane 
dividing applications or 
other rod adjustment situ-
ations. Rod can be rotated 
to any angle desired.

RH-30
Ratchet Handle

RH-30
Ratchet Handle

In Stock items (subject to prior sales) Items have 3 day lead time for assembly

323
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Material: Bracket is zinc plated or 
polished stainless steel.

Material: Bracket is zinc plated or 
12 gauge stainless steel.

1.75

1.50
.41

8.00

2.00

1.75

.87

.63

.50 .188 
or .25

3/8

4.13

1.50
.41

8.00

2.00

.87

.50

3/8

.188 
or .25

1.50
.41

2.00

3/8

1.50

2.00

.50

6.50

.188 
or .25

9.5

.5

1.5

1.0

1.5

1.0

.5

1.0

1.5

1.0

1.71

.56

1.5
Min.

3.5
Max.

1.5
Min.

3.5
Max.

1.71
.56

8.0

.5

1.5

1.0

2.0

1.5

.5

1.0

5/16
all slots

1.5
Min.

3.5
Max.

1.75

1.71

11.5

.5

1.5

1.0

2.25

1.5

.5

1.0

1.5

.56

1.75
Min.

4.75
Max.

1.5
Min.

3.5
Max.

VG-204-A

VG-204-B

VG-201-P08

Fixed Guide Rail Brackets and Support Bars

  201
Fixed Guide Rail Bracket

Part Number Stainless	 Plated Length

VG-201-P08 	 • 8

VG-201-S08 •	  8

Part Number Stainless	 Plated Length

VG-201-P095 	 • 9.5

VG-201-S095 •	  9.5

Part Number Stainless	 Plated Length

VG-201-P115 	 • 11.5

VG-201-S115 •	  11.5

  204
Adjustable Support Bar
Support for guide rail. The new 204-D series support 
bar features an extended slot for greater adjustability.

Part Number Stainless	Plated Thickness	 Length

VG-204-A316-P 	 • 3/16	 8

VG-204-A316-S •	  3/16	 8

VG-204-A14-P 	 • 1/4	 8

VG-204-A14-S •	  1/4	 8

Part Number Stainless	Plated Thickness	 Length

VG-204-B316-P 	 • 3/16	 6.5

VG-204-B316-S •	  3/16	 6.5

VG-204-B14-P 	 • 1/4	 6.5

VG-204-B14-S •	  1/4	 6.5

Part Number Stainless	Plated Thickness	 Length

VG-204-D316-P 	 • 3/16	 8

VG-204-D316-S •	  3/16	 8

VG-204-D14-P 	 • 1/4	 8

VG-204-D14-S •	  1/4	 8

In Stock items (subject to prior sales)
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Mounting Bars and Caps

2.0

1.0

4.5

.7.42

6.0
2.0

1.8

7.5

2.0

1.8

9.0

2.0

1.8

Typically for use with 
VG-202 or VG-210 brackets

Typically for use with 
VG-203 or VG-221 brackets

  204F
Mounting Bar
Versatile and time 
saving mounting bar 
positions guide rail. 
Can be used indepen-
dently or in combina-
tion with various Valu 
Guide components. 

3/8 carriage bolt and 
washer are included.

Material: Stainless steel, 3/16 x 1 inch.

VG-204F-
VG-022-01

(use with VG-204F 
for quick and easy 

adjustments)

See page 286
for adjusting rods

Part Number Length

VG-204F-45-316S 4.5

VG-204F-60-316S 6.0

VG-204F-75-316S 7.5

VG-204F-90-316S 9.0

.81

Ø1/2

VG-200-4

.84

Ø5/8

VG-200-5

  200
Adjusting Rod 
Protective Caps
Can be used on all 
VG-020, VG-212 and 
VG-232 adjusting rods.

Material: Yellow (Y) or red (R) PVC.

Part Number Color Ø Rod

VG-200-4Y Y 1/2

VG-200-4R R 1/2

VG-200-5Y Y 5/8

VG-200-5R R 5/8

.60

.70

Ø1/2
or 

Ø5/8

Ø2.25

.40

Material: Black rubber.

Part Number Ø Rod

VG-200-225-12-B 1/2

VG-200-225-58-B 5/8

  200-225
Safety Cap
Provides personnel  
protection from 
exposed rod ends.

.51 1.69

.47
.41

1.02

1.22

1.22

3.
05

3.
05

2.
19

6.
06

1.
77

.5
5

  13809
Fixed Side 
Guide Bracket
For supporting side 
guides.

Part Number

13809

Material: Stainless steel.

In Stock items (subject to prior sales)
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  771
Drip Pan 
Mounting Washer

Solus industrial Innovations introduces a complete line of Drip Pan Holders in a 
variety of configurations to accommodate most applications. Made of stainless 
steel and polyamide, these components are fully adjustable corrosion resistant.

  770-D  770-C  770-A

Part Number	 H (in.)

VG-770-A-L180	 7

VG-770-A-L250	 10

VG-770-A-L300	 12

Ø.16

H

2.81.3

1.4

Part Number	 H (in.)

VG-770-C-L180	 7

VG-770-C-L250	 10

Part Number	 H (in.)

VG-770-D-L180	 7

VG-770-D-L300	 12

1.3

Ø.16

H

2.8

1.4

1.3

Ø.16

H

2.8

1.4

1.3

Ø.16

H

1.4

Part Number	 H (in.)

VG-770-B-L250	 10

VG-770-B-L300	 12

Material: Polyamide spacer block with stainless steel wire holder.

Material: Polyamide plate with 
stainless steel washer.

Part Number	

VG-771-M10

Ø1.6

.51

.93.40

.16
.32

Drip Pan Holders

  770-B

In Stock items (subject to prior sales) Items have 3 day lead time for assembly




