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See all Magnetic 
Corner Tracks on 
pages 146-153

	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
Shaft Sized	 Teeth or Split	 Split Split	 Split	 Molded	 Split	
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number	 Part Number	 Part Number

.71*	 19 12905	 - -	 -	 -	 -
1	 19 12529S	 - 121239S	 -	 -	 -
1-1/4	 19 12530S	 - 121240S	 -	 -	 -
1-7/16	 19 12538S	 - 121241S	 -	 -	 -
1-1/2	 19 12539S	 - 121242S	 -	 -	 -
.71*	 21 12906	 - -	 -	 -	 -
1	 21 12540S	 32053 121243S	 321080	 32866	 32077B
1-1/4	 21 12541S	 32054 121244S	 321081	 32867	 32078B
1-7/16	 21 12542S	 32055 121245S	 321082	 32868	 32079B
1-1/2	 21 12543S	 32056 121246S	 321083	 32869	 32080B
.71*	 23 12907	 - -	 -	 -	 -
1	 23 12544S	 32099 121247S	 321085	 32874	 -
1-1/4	 23 12545S	 32100 121248S	 321086	 32875	 -
1-7/16	 23 12546S	 32101 121249S	 321087	 32876	 -
1-1/2	 23 12547S	 32102 121250S	 321088	 32877	 -
.71*	 25 12908	 - -	 -	 -	 -
1	 25 12548S	 32065 121251S	 321090	 32870	 32081B
1-1/4	 25 12549S	 32066 121252S	 321091	 32871	 32082B
1-7/16	 25 12550S	 32067 121253S	 321092	 32872	 32083B
1-1/2	 25 12551S	 32068 121254S	 321093	 32873	 32084B
.71*	 27 121199	 - -	 -	 -	 -
1	 27 121200S	 - 121255S	 -	 -	 -
1-1/4	 27 121200S	 - 121256S	 -	 -	 -
1-7/16	 27 121202S	 - 121257S	 -	 -	 -
1-1/2	 27 121203S	 - 121258S	 -	 -	 -
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options
for 881 M, 881 MO Chains

Idler Options for 
881 M, 881 MO Chains

Magnetic Side Flexing Steel Chains

See all sprockets 
and idlers on 

pages 101-125

90°

Radius

M a g  n  e t  i  c

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 129		  5.08	 KMD.23.15.01.A	 KMD.23.30.01.A KMD.23.45.01.A	 KMD.23.60.01.A	 KMD.23.75.01.A	 KMD.23.90.01.A
	 2	 246		  9.69	 KMD.23.15.02.A	 KMD.23.30.02.A KMD.23.45.02.A	 KMD.23.60.02.A	 KMD.23.75.02.A	 KMD.23.90.02.A
	 3	 363		 14.29	 KMD.23.15.03.A	 KMD.23.30.03.A KMD.23.45.03.A	 KMD.23.60.03.A	 KMD.23.75.03.A	 KMD.23.90.03.A
	 4	 480		 18.90	 KMD.23.15.04.A	 KMD.23.30.04.A KMD.23.45.04.A	 KMD.23.60.04.A	 KMD.23.75.04.A	 KMD.23.90.04.A

Track Options for 881 M Chains  / K450 Series

Track Options for 881 MO Chains  / K750 Series
	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 214		  8.43	 KMD.31.15.01.A	 KMD.31.30.01.A KMD.31.45.01.A	 KMD.31.60.01.A	 KMD.31.75.01.A	 KMD.31.90.01.A
	 2	 410		 16.14	 KMD.31.15.02.A	 KMD.31.30.02.A KMD.31.45.02.A	 KMD.31.60.02.A	 KMD.31.75.02.A	 KMD.31.90.02.A
	 3	 606		 23.86	 KMD.31.15.03.A	 KMD.31.30.03.A KMD.31.45.03.A	 KMD.31.60.03.A	 KMD.31.75.03.A	 KMD.31.90.03.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

Track Options for 881 MO Chains  / K325 and K330 Series
	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 100		  3.94	 KMD.14.15.01.A	 KMD.14.30.01.A KMD.14.45.01.A	 KMD.14.60.01.A	 KMD.14.75.01.A	 KMD.14.90.01.A
	 2	 185		  7.28	 KMD.14.15.02.A	 KMD.14.30.02.A KMD.14.45.02.A	 KMD.14.60.02.A	 KMD.14.75.02.A	 KMD.14.90.02.A
	 3	 270		 10.63	 KMD.14.15.03.A	 KMD.14.30.03.A KMD.14.45.03.A	 KMD.14.60.03.A	 KMD.14.75.03.A	 KMD.14.90.03.A
	 4	 355		 13.98	 KMD.14.15.04.A	 KMD.14.30.04.A KMD.14.45.04.A	 KMD.14.60.04.A	 KMD.14.75.04.A	 KMD.14.90.04.A

In Stock items 
(subject to prior sales)
Items have 3 day 
lead time for rework
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Straight Running Plastic Chains

  820
Straight Running Chains,
Single Hinge
Low noise level, low coefficient of friction, and low 
horsepower requirements are the advantages of these 
chains. They provide an excellent flat surface and 
medium working load in a dry running environment.

Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink 
film, paper board boxes, or cans in heat shrink film, can 
also be fitted with these chains. Pharmaceutical indus-
try applications include all general purpose conveying.

Standard Length: 10ft.
Pitches: 80
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Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

LF 820 K325	 11362 1124	 3-1/4	 .57

LF 820 K400	 11365 1124	 4	 .64

LF 820 K450	 11368 1124	 4-1/2	 .69

LF 820 K600	 11371 1124	 6	 .84

LF 820 K750	 11374 1124	 7-1/2	 .99

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

XPG 820 K325	 11100G 1079	 3-1/4	 .57

XPG 820 K450	 11102G 1079	 4-1/2	 .69

XPG 820 K600	 11103G 1079	 6	 .84

XPG 820 K750	 11104G 1079	 7-1/2	 .99

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

NG 820 K325	 11151 899	 3-1/4	 .57

NG 820 K450	 11154 899	 4-1/2	 .69

NG 820 K600	 11155 899	 6	 .84

NG 820 K750	 11156 899	 7-1/2	 .99

In Stock items (subject to prior sales)
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Straight Running Plastic Chains

	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
	  Split	 Split Split	 Split	 Molded	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number	 Part Number	 Part Number

.71*	 19 12961	 - -	 -	 -	 -

1	 19 12924S	 - 121147S	 -	 -	 -

1-1/4	 19 12925S	 - 121148S	 -	 -	 -

1-7/16	 19 12926S	 - 121149S	 -	 -	 -

1-1/2	 19 12927S	 - 121150S	 -	 -	 -

.71*	 21 12962	 - -	 -	 -	 -

1	 21 12928S	 32057 121151S	 321095	 32866 	 32077B

1-1/4	 21 12929S	 32058 121152S	 321096	 32867 	 32078B

1-7/16	 21 12930S	 32059 121153S	 321097	 32868 	 32079B

1-1/2	 21 12931S	 32060 121154S	 321098	 32869	 32080B

.71*	 23 12963	 - -	 -	 -	 -

1	 23 12932S	 32104 121155S	 321100	 32874 	 -

1-1/4	 23 12933S	 32105 121156S	 321101	 32875	 -

1-7/16	 23 12934S	 32106 121157S	 321102	 32876	 -

1-1/2	 23 12935S	 32107 121158S	 321103	 32877	 -

.71*	 25 12964	 - -	 -	 -	 -

1	 25 12936S	 32069 121159S	 321105	 32870 	 32081B 

1-1/4	 25 12937S	 32070 121160S	 321106	 32871 	 32082B

1-7/16	 25 12938S	 32071 121161S	 321107	 32872	 32083B

1-1/2	 25 12939S	 32072 121162S	 321108	 32873	 32084B

.71*	 27 121125	 - -	 -	 -	 -

1	 27 121126S	 - 121163S	 -	 -	 -

1-1/4	 27 121127S	 - 121164S	 -	 -	 -

1-7/16	 27 121128S	 - 121165S	 -	 -	 -

1-1/2	 27 121129S	 - 121166S	 -	 -	 -
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options
for 820 Chains

Idler Options
for 820 Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Straight Running Plastic Chains

  831
Straight Running Chains,
Single Hinge
Low noise level, low coefficient of friction, and low horse-
power requirements are the advantages of these chains. 
They provide an excellent flat surface and medium working 
load in a dry running environment.

Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink film, 
paper board boxes, or cans in heat shrink film, can also be 
fitted with these chains. Pharmaceutical industry applica-
tions include all general purpose conveying.

The added thickness (3/16 in.) of the 831 series top plate 
adds 20% more wear life, and simplifies conveyor design 
when matching with chain series: 821, 879, 882, 878.

Standard Length: 10ft.
Pitches: 80
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Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

LF 831 K325	 11607 1124	 3-1/4	 .70

LF 831 K450	 11608 1124	 4-1/2	 .86

LF 831 K750	 11609 1124	 7-1/2	 1.22

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.

	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

XPG 831 K325	 11105G 1079	 3-1/4	 .70

XPG 831 K450	 11106G 1079	 4-1/2	 .86

XPG 831 K750	 11107G 1079	 7-1/2	 1.22

	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

NG 831 K325	 11160 899	 3-1/4	 .70

NG 831 K450	 11161 899	 4-1/2	 .86

NG 831 K750	 11162 899	 7-1/2	 1.22

In Stock items (subject to prior sales)
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	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
	  Split	 Split Split	 Split	 Molded	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number	 Part Number	 Part Number

.71*	 19 12961	 - -	 -	 -	 -

1	 19 12924S	 - 121147S	 -	 -	 -

1-1/4	 19 12925S	 - 121148S	 -	 -	 -

1-7/16	 19 12926S	 - 121149S	 -	 -	 -

1-1/2	 19 12927S	 - 121150S	 -	 -	 -

.71*	 21 12962	 - -	 -	 -	 -

1	 21 12928S	 32057 121151S	 321095	 32866 	 32077B

1-1/4	 21 12929S	 32058 121152S	 321096	 32867 	 32078B

1-7/16	 21 12930S	 32059 121153S	 321097	 32868 	 32079B

1-1/2	 21 12931S	 32060 121154S	 321098	 32869	 32080B

.71*	 23 12963	 - -	 -	 -	 -

1	 23 12932S	 32104 121155S	 321100	 32874 	 -

1-1/4	 23 12933S	 32105 121156S	 321101	 32875	 -

1-7/16	 23 12934S	 32106 121157S	 321102	 32876	 -

1-1/2	 23 12935S	 32107 121158S	 321103	 32877	 -

.71*	 25 12964	 - -	 -	 -	 -

1	 25 12936S	 32069 121159S	 321105	 32870 	 32081B 

1-1/4	 25 12937S	 32070 121160S	 321106	 32871 	 32082B

1-7/16	 25 12938S	 32071 121161S	 321107	 32872	 32083B

1-1/2	 25 12939S	 32072 121162S	 321108	 32873	 32084B

.71*	 27 121125	 - -	 -	 -	 -

1	 27 121126S	 - 121163S	 -	 -	 -

1-1/4	 27 121127S	 - 121164S	 -	 -	 -

1-7/16	 27 121128S	 - 121165S	 -	 -	 -

1-1/2	 27 121129S	 - 121166S	 -	 -	 -
*Plain bore pilot hole. Not sized to a shaft.

Straight Running Plastic Chains

Drive Sprocket Options
for 831 Chains

Idler Options
for 831 Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Straight Running Plastic Chains

Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  			 
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

LF 828 K325	 11130 1349	 3-1/4	 .60

Ø
 .2

8

.3
0

3.
25

.4
4

TRAVEL

1.50 1.50

RD=2.0

1.65.1
6

  828
Straight Running Chains
• Very versatile
• Higher load capacity than standard series
• Can be used in combination with 880 series
• Improved product stability

Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink 
film, paper board boxes, or cans in heat shrink film, can 
also be fitted with these chains. Pharmaceutical indus-
try applications include all general purpose conveying.

Standard Length: 10ft.
Pitches: 80

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.
	  			 
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

XPG 828 K325	 11132G 1259	 3-1/4	 .60

Material: "NG Green" Proprietary lowest friction PBT with 304 stainless steel pins.
	  			 
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

NG 828 K325	 11134 1124	 3-1/4	 .62

Special features of the 828 series: 
	 ü Compatibility

Same hinge width and plate thickness as 820 
series chains.

Can be used adjacent to 820 and 880 chains.

Uses the same sprockets as 878, 879, 880 
series chains.

	 ü High Load Capacity
Rated higher than 820 series chains.

More freedom for conveyor design.

	 ü Improved Design
Reduced gap between adjacent tracks.

Top plate and hinge surfaces improve product 
stability.

In Stock items (subject to prior sales)
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Straight Running Plastic Chains

	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
	  Split	 Split Split	 Split	 Molded	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number	 Part Number	 Part Number

.71*	 9 12910	 - -	 -	 -	 -

1	 9 12382S	 - 121752S	 -	 -	 -

1-1/4	 9 12383S	 - 121753S	 -	 -	 -

1-7/16	 9 12384S	 - 121754S	 -	 -	 -

1-1/2	 9 12385S	 - 121755S	 -	 -	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005	 32866	 32077B

1-1/4	 10 12387S	 321002 121757S	 321006	 32867	 32078B

1-7/16	 10 12388S	 321003 121758S	 321007	 32868	 32079B

1-1/2	 10 12389S	 321004 121759S	 321008	 32869	 32080B

.71*	 11 12912	 - -	 -	 -	 -

1	 11 12390S	 - 121760S	 -	 -	 -

1-1/4	 11 12391S	 - 121761S	 -	 -	 -

1-7/16	 11 12392S	 - 121762S	 -	 -	 -

1-1/2	 11 12393S	 - 121763S	 -	 -	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403	 32870	 32081B

1-1/4	 12 12395S	 32711 121765S	 32404	 32871	 32082B

1-7/16	 12 12396S	 32401 121766S	 32405	 32872	 32083B

1-1/2	 12 12397S	 32402 121767S	 32406	 32873	 32084B
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options
for 828 Chains

Idler Options
for 828 Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Straight Running Plastic Chains

  821
Straight Running Chains
Double Hinge
With a double hinge and double 
reinforcing bars, these chains have 
a load capacity similar to single 
hinge stainless steel chains.

Low noise level, low coefficient of 
friction, and low horsepower require-
ments are the advantages of these 
chains. They provide a high working 
load in a dry running environment.

Standard Length: 10ft.
Pitches: 80
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Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

LF 821 K750	 11002 1866	 7-1/2	 1.74

LF 821 K1000	 11004 1866	 10	 2.08

LF 821 K1200	 11006 1866	 12	 2.25

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.

	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

XPG 821 K750	 11510G 1821	 7-1/2	 1.74

XPG 821 K1000	 11511G 1821	 10	 2.08

XPG 821 K1200	 11512G 1821	 12	 2.25

	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

NG 821 K750	 11170 1753	 7-1/2	 1.74

NG 821 K1000	 11171 1753	 10	 2.08

NG 821 K1200	 11172 1753	 12	 2.25

In Stock items (subject to prior sales)
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	  Machined	 Molded Machined	 Molded
	  Split	   Split	  
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	  Part Number	

.71*	 21 12901	 - -	 -

1	 21 12284S	 - 121329S	 -

1-1/4	 21 12285S	 - 121330S	 -

1-7/16	 21 12286S	 - 121331S	 -

1-1/2	 21 12287S	 - 121332S	 -

.71*	 23 12902	 - -	 -

1	 23 12288S	 - 121333S	 -

1-1/4	 23 12289S	 - 121334S	 -

1-7/16	 23 12290S	 - 121335S	 -

1-1/2	 23 12291S	 - 121336S	 -

.71*	 25 12903	 - -	 -

1	 25 12292S	 32085 121337S	 32089

1-1/4	 25 12293S	 32086 121338S	 32090

1-7/16	 25 12294S	 32086S 121339S	 32090S

1-1/2	 25 12295S	 32087 121340S	 32091

.71*	 27 121307	 - -	 -

1	 27 121308S	 - 121341S	 -

1-1/4	 27 121309S	 - 121342S	 -

1-7/16	 27 121310S	 - 121343S	 -

1-1/2	 27 121311S	 - 121344S	 -
*Plain bore pilot hole. Not sized to a shaft.

Straight Running Plastic Chains

Drive Sprocket Options 
for 821 Chains

Idler Options
for 821 Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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  878 TAB
Side Flexing Chains, Tab Guides
The new 878 TAB series enables the designer and the 
manufacturer of conveyors to reduce the average radius 
in turns. This unique chain solves conveying problems in 
confined spaces. It can also be used where products are 
conveyed on an incline or decline. 

Other advantages include:
•	Small sideflexing radius of 7-7/8 inches.
•	Specially shaped flites with a radius on the edges 	
	 designed to improve product transfer.
•	Preferred usage with turn discs.

Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink 
film, paper board boxes, or cans in heat shrink film, can 
also be fitted with these chains. Pharmaceutical industry 
applications include all general purpose conveying.

Standard Length: 10ft.
Pitches: 80
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Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  					   
	  Breaking	 L	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 SC	 (lbs. per ft.)

LF 878 TAB K325	 11390 1349	 3-1/4	 7.87	 1.77	 .73

LF 878 TAB K450	 11389 1349	 4-1/2	 7.87	 1.77	 .81

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.

	  					   
	  Breaking	 L	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 SC	 (lbs. per ft.)

XPG 878 TAB K325	 11420G 1281	 3-1/4	 7.87	 1.77	 .73

XPG 878 TAB K450	 11421G 1281	 4-1/2	 7.87	 1.77	 .81

	  					   
	  Breaking	 L	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 SC	 (lbs. per ft.)

NG 878 TAB K325	 11422 1124	 3-1/4	 7.87	 1.77	 .73

NG 878 TAB K450	 11423 1124	 4-1/2	 7.87	 1.77	 .81

Side Flexing Plastic Chains

In Stock items (subject to prior sales)
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	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -

1	 9 12382S	 - 121752S	 -

1-1/4	 9 12383S	 - 121753S	 -

1-7/16	 9 12384S	 - 121754S	 -

1-1/2	 9 12385S	 - 121755S	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005

1-1/4	 10 12387S	 321002 121757S	 321006

1-7/16	 10 12388S	 321003 121758S	 321007

1-1/2	 10 12389S	 321004 121759S	 321008

.71*	 11 12912	 - -	 -	

1	 11 12390S	 - 121760S	 -

1-1/4	 11 12391S	 - 121761S	 -

1-7/16	 11 12392S	 - 121762S	 -

1-1/2	 11 12393S	 - 121763S	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403

1-1/4	 12 12395S	 32711 121765S	 32404

1-7/16	 12 12396S	 32401 121766S	 32405

1-1/2	 12 12397S	 32402 121767S	 32406
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 878 TAB Chains

Idler Options for 
878 TAB Chains

Side Flexing Plastic Chains

See all sprockets 
and idlers on 

pages 101-125

Improved Turning Disk Designs!
These chains can also use horizontal disks, ideal for numerous 
curves or alpine applications. See page 126 for complete details. Turning

Disk

(Top View)

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Side Flexing Plastic Chains

  879, 880
Side Flexing Chains,
Bevel Guide
Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink 
film, paper board boxes, or cans in heat shrink film, can 
also be fitted with these chains. Pharmaceutical indus-
try applications include all general purpose conveying.

The added thickness (3/16 in.) of the 879 series top 
plate adds 20% more wear life, and simplifies conveyor 
design when matching with chain series: 821, 831, 878, 
879, and 882.

Standard Length: 10ft.
Pitches: 80

.6
3

B

SC

1.69
8° .3

0

Ø
 .2

8
L

R
.

TRAVEL

RD=2.0
1.50 1.50

Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

LF 880 K325	 11383 1349	 3-1/4	 .16	 18	 1.75	 1.63	 .60

LF 880 K450	 11386 1349	 4-1/2	 .16	 18	 1.75	 1.63	 .70

LF 879 K325	 11506 1349	 3-1/4	 .19	 18	 1.75	 1.63	 .62

LF 879 K450	 11507 1349	 4-1/2	 .19	 18	 1.75	 1.63	 .74

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

XPG 880 K325	 11502G 1281	 3-1/4	 .16	 18	 1.75	 1.63	 .60

XPG 880 K450	 11503G 1281	 4-1/2	 .16	 18	 1.75	 1.63	 .70

XPG 879 K325	 11508G 1281	 3-1/4	 .19	 18	 1.75	 1.63	 .62

XPG 879 K450	 11509G 1281	 4-1/2	 .19	 18	 1.75	 1.63	 .74

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

NG 880 K325	 11187 1124	 3-1/4	 .16	 18	 1.75	 1.63	 .60

NG 880 K450	 11185 1124	 4-1/2	 .16	 18	 1.75	 1.63	 .70

NG 879 K325	 11193 1124	 3-1/4	 .19	 18	 1.75	 1.63	 .62

NG 879 K450	 11194 1124	 4-1/2	 .19	 18	 1.75	 1.63	 .74

In Stock items (subject to prior sales)
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Drive Sprocket Options
for 879, 880 Chains

Idler Options
for 879, 880 Chains

	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
	  Split	 Split Split	 Split	 Molded	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -	 -	 -

1	 9 12382S	 - 121752S	 -	 -	 -

1-1/4	 9 12383S	 - 121753S	 -	 -	 -

1-7/16	 9 12384S	 - 121754S	 -	 -	 -

1-1/2	 9 12385S	 - 121755S	 -	 -	 -

.71*	 10 12911	 - -	 -	 -	 -

1	 10 12386S	 321001 121756S	 321005	 32866	 32077B

1-1/4	 10 12387S	 321002 121757S	 321006	 32867	 32078B

1-7/16	 10 12388S	 321003 121758S	 321007	 32868	 32079B

1-1/2	 10 12389S	 321004 121759S	 321008	 32869	 32080B

.71*	 11 12912	 - -	 -	 -	 -	

1	 11 12390S	 - 121760S	 -	 -	 -

1-1/4	 11 12391S	 - 121761S	 -	 -	 -

1-7/16	 11 12392S	 - 121762S	 -	 -	 -

1-1/2	 11 12393S	 - 121763S	 -	 -	 -

.71*	 12 12913	 - -	 -	 -	 -

1	 12 12394S	 32400 121764S	 32403	 32870	 32081B

1-1/4	 12 12395S	 32711 121765S	 32404	 32871	 32082B

1-7/16	 12 12396S	 32401 121766S	 32405	 32872	 32083B

1-1/2	 12 12397S	 32402 121767S	 32406	 32873	 32084B
*Plain bore pilot hole. Not sized to a shaft.

Side Flexing Plastic Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Carry or Radius
Part Number	 Track Width Return  (inches)

VT-980-B-18-0325	 3.75 Carry 18

VT-980-B-24-0325	 3.75 Carry 24

VT-980-R-18-0325	 3.75 Return 18

VT-980-R-24-0325	 3.75 Return 24

VT-980-B-24-0450	 5.0 Carry 24

VT-980-R-24-0450	 5.0 Return 24

Track Options for 
879, 880 Chains

Straight Track
	  Carry or Length
Part Number	 Track Width Return  (feet)

VT-980-B-S-0325-3	 3.75 Carry 3

VT-980-B-S-0325-6	 3.75 Carry 6

VT-980-B-S-0325-10	 3.75 Carry 10

VT-980-R-S-0325-3	 3.75 Return 3

VT-980-R-S-0325-6	 3.75 Return 6

VT-980-R-S-0325-10	 3.75 Return 10

VT-980-B-S-0450-3	 5.0 Carry 3

VT-980-B-S-0450-6	 5.0 Carry 6

VT-980-B-S-0450-10	 5.0 Carry 10

VT-980-R-S-0450-3	 5.0 Return 3

VT-980-R-S-0450-6	 5.0 Return 6

VT-980-R-S-0450-10	 5.0 Return 1

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Side Flexing Plastic Chains

  879 TAB, 880 TAB
Side Flexing Chains, TAB Guides
Applications for the food and beverage industry include 
conveying lines for PET bottles and aluminium or steel 
cans. Lines packaging PET bottle packs in heat shrink 
film, paper board boxes, or cans in heat shrink film, can 
also be fitted with these chains. Pharmaceutical indus-
try applications include all general purpose conveying.

The added thickness (3/16 in.) of the 879 TAB series 
top plate adds 20% more wear life, and simplifies 
conveyor design when matching with chain series: 821, 
831, 878, 879, and 882.

Standard Length: 10ft.
Pitches: 80
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Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

LF 880 TAB K325	 11377 1349	 3-1/4	 .16	 18	 1.81	 1.77	 .63

LF 880 TAB K450	 11380 1349	 4-1/2	 .16	 18	 1.81	 1.77	 .72

LF 879 TAB K325	 11377ST 1349	 3-1/4	 .19	 18	 1.81	 1.77	 .66

LF 879 TAB K450	 11380ST 1349	 4-1/2	 .19	 18	 1.81	 1.77	 .76

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

XPG 880 TAB K325	 11500G 1281	 3-1/4	 .16	 18	 1.81	 1.77	 .63

XPG 880 TAB K450	 11501G 1281	 4-1/2	 .16	 18	 1.81	 1.77	 .72

XPG 879 TAB K325	 11504G 1281	 3-1/4	 .19	 18	 1.81	 1.77	 .66

XPG 879 TAB K450	 11505G 1281	 4-1/2	 .19	 18	 1.81	 1.77	 .76

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.
	  							     
	  Breaking	 L	 B	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 Straight	 Curved	 (lbs. per ft.)

NG 880 TAB K325	 11195 1124	 3-1/4	 .16	 18	 1.81	 1.77	 .63

NG 880 TAB K450	 11197 1124	 4-1/2	 .16	 18	 1.81	 1.77	 .72

NG 879 TAB K325	 11198 1124	 3-1/4	 .19	 18	 1.81	 1.77	 .66

NG 879 TAB K450	 11199 1124	 4-1/2	 .19	 18	 1.81	 1.77	 .76

In Stock items (subject to prior sales)
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	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -

1	 9 12382S	 - 121752S	 -

1-1/4	 9 12383S	 - 121753S	 -

1-7/16	 9 12384S	 - 121754S	 -

1-1/2	 9 12385S	 - 121755S	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005

1-1/4	 10 12387S	 321002 121757S	 321006

1-7/16	 10 12388S	 321003 121758S	 321007

1-1/2	 10 12389S	 321004 121759S	 321008

.71*	 11 12912	 - -	 -	

1	 11 12390S	 - 121760S	 -

1-1/4	 11 12391S	 - 121761S	 -

1-7/16	 11 12392S	 - 121762S	 -

1-1/2	 11 12393S	 - 121763S	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403

1-1/4	 12 12395S	 32711 121765S	 32404

1-7/16	 12 12396S	 32401 121766S	 32405

1-1/2	 12 12397S	 32402 121767S	 32406
*Plain bore pilot hole. Not sized to a shaft.

Side Flexing Plastic Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-980-T-18-0325	 3.75 18

VT-980-T-24-0325	 3.75 24

VT-980-T-24-0450	 5.0 24

Track Options for 
879, 880 TAB Chains

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-980-T-S-0325-3	 3.75 3

VT-980-T-S-0325-6	 3.75 6

VT-980-T-S-0325-10	 3.75 10

VT-980-T-S-0450-3	 5.0 3

VT-980-T-S-0450-6	 5.0 6

VT-980-T-S-0450-10	 5.0 10

Drive Sprocket Options 
for 879, 880 TAB Chains

Idler Options for 
879, 880 TAB Chains

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)



30Copyright © 2009 Solus Industrial Innovations, LLC. All Rights Reserved.  1/09

Co
nv

ey
or

 C
ha

in
s

.3
0

Ø
 .2

8

L

R
.

SC

1.66

.5
3

1.
06

B

TRAVEL

1.50 1.50
RD=2.0

Magnetic Side Flexing Plastic Chains

  879 M, 880 M
Magnetic Side Flexing Chains
These chains are securely retained in the 
curve by magnets embedded in the chain 
track material. There are no tabs or bevels, so 
they can be easily removed for maintenance 
or cleaning, without dismantling the chain.

The added thickness (3/16 in.) of the 879 M 
series top plate adds 20% more wear life, and 
simplifies conveyor design when matching 
with chain series: 821, 831, 879, 879 TAB, 
and 882.

Standard Length: 10ft.
Pitches: 80

Material: "LF Brown" Low friction acetal with ferritic stainless steel pins.
	  						    
	  Breaking	 L	 B	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 SC	 (lbs. per ft.)

LF 880 M K325	 11377M 1283	 3-1/4	 .16	 20	 1.77	 .71

LF 880 M K450	 11380M 1283	 4-1/2	 .16	 20	 1.77	 .77

LF 879 M K325	 11395M 1283	 3-1/4	 .19	 20	 1.77	 .77

LF 879 M K450	 11396M 1283	 4-1/2	 .19	 20	 1.77	 .84

Material: "XPG Dark Grey" Very low friction acetal with ferritic stainless steel pins.
	  						    
	  Breaking	 L	 B	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 SC	 (lbs. per ft.)

XPG 880 M K325	 11500MG 1239	 3-1/4	 .16	 20	 1.77	 .71

XPG 880 M K450	 11501MG 1239	 4-1/2	 .16	 20	 1.77	 .77

XPG 879 M K325	 11397MG 1239	 3-1/4	 .19	 20	 1.77	 .77

XPG 879 M K450	 11398MG 1239	 4-1/2	 .19	 20	 1.77	 .84

Material: "NG Green" Our proprietary lowest friction PBT with ferritic stainless steel pins.
	  						    
	  Breaking	 L	 B	 R	  	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (thickness)	 Min.	 SC	 (lbs. per ft.)

NG 880 M K325	 11195M 1170	 3-1/4	 .16	 20	 1.77	 .71

NG 880 M K450	 11197M 1170	 4-1/2	 .16	 20	 1.77	 .77

NG 879 M K325	 11198M 1170	 3-1/4	 .19	 20	 1.77	 .77

NG 879 M K450	 11421M 1170	 4-1/2	 .19	 20	 1.77	 .84

See page 146 for 
more information.

In Stock items (subject to prior sales)
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Magnetic Side Flexing Plastic Chains

	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -

1	 9 12382S	 - 121752S	 -

1-1/4	 9 12383S	 - 121753S	 -

1-7/16	 9 12384S	 - 121754S	 -

1-1/2	 9 12385S	 - 121755S	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005

1-1/4	 10 12387S	 321002 121757S	 321006

1-7/16	 10 12388S	 321003 121758S	 321007

1-1/2	 10 12389S	 321004 121759S	 321008

.71*	 11 12912	 - -	 -	

1	 11 12390S	 - 121760S	 -

1-1/4	 11 12391S	 - 121761S	 -

1-7/16	 11 12392S	 - 121762S	 -

1-1/2	 11 12393S	 - 121763S	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403

1-1/4	 12 12395S	 32711 121765S	 32404

1-7/16	 12 12396S	 32401 121766S	 32405

1-1/2	 12 12397S	 32402 121767S	 32406
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 879 M, 880 M Chains

Idler Options for 
879 M, 880 M Chains

See all sprockets 
and idlers on 

pages 101-125

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 100		  3.94	 KMD.14.15.01.A	 KMD.14.30.01.A KMD.14.45.01.A	 KMD.14.60.01.A	 KMD.14.75.01.A	 KMD.14.90.01.A

	 2	 185		  7.28	 KMD.14.15.02.A	 KMD.14.30.02.A KMD.14.45.02.A	 KMD.14.60.02.A	 KMD.14.75.02.A	 KMD.14.90.02.A

	 3	 270		 10.63	 KMD.14.15.03.A	 KMD.14.30.03.A KMD.14.45.03.A	 KMD.14.60.03.A	 KMD.14.75.03.A	 KMD.14.90.03.A

	 4	 355		 13.98	 KMD.14.15.04.A	 KMD.14.30.04.A KMD.14.45.04.A	 KMD.14.60.04.A	 KMD.14.75.04.A	 KMD.14.90.04.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 129		  5.08	 KMD.23.15.01.A	 KMD.23.30.01.A KMD.23.45.01.A	 KMD.23.60.01.A	 KMD.23.75.01.A	 KMD.23.90.01.A

	 2	 246		  9.69	 KMD.23.15.02.A	 KMD.23.30.02.A KMD.23.45.02.A	 KMD.23.60.02.A	 KMD.23.75.02.A	 KMD.23.90.02.A

	 3	 363		 14.29	 KMD.23.15.03.A	 KMD.23.30.03.A KMD.23.45.03.A	 KMD.23.60.03.A	 KMD.23.75.03.A	 KMD.23.90.03.A

	 4	 480		 18.90	 KMD.23.15.04.A	 KMD.23.30.04.A KMD.23.45.04.A	 KMD.23.60.04.A	 KMD.23.75.04.A	 KMD.23.90.04.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

Track Options for 879 M, 880 M Chains 
K325

See all Magnetic 
Corner Tracks on 
pages 146-153

Track Options for 879 M, 880 M Chains 
K450 Series

90°

Radius

M a g n e t i c

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Side Flexing Chains,
Bevel Guides
• Heavy duty
• Large, flat surface
• Low coefficient of friction

Due to a larger hinge and pin size, plus a well balanced 
distribution of materials, the 882 bevel chain has excel-
lent load carrying capacity, comparable with that of the 
821 chain's double hinge design.

The standard widths include 10 inch sizes, making it 
compatible with the 821 series. 

Standard Length: 10ft.
Pitches: 80

Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

LF 882 K450	 11459 2248	 4-1/2	 24	 2.44	 2.28	 1.30

LF 882 K750	 11460 2248	 7-1/2	 24	 2.44	 2.28	 1.60

LF 882 K1000	 11461 2248	 10	 24	 2.44	 2.28	 1.90

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.

	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

XPG 882 K450	 11462G 2136	 4-1/2	 24	 2.44	 2.28	 1.30

XPG 882 K750	 11463G 2136	 7-1/2	 24	 2.44	 2.28	 1.60

XPG 882 K1000	 11464G 2136	 10	 24	 2.44	 2.28	 1.90

	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

NG 882 K450	 11480 2023	 4-1/2	 24	 2.44	 2.28	 1.30

NG 882 K750	 11481 2023	 7-1/2	 24	 2.44	 2.28	 1.60

NG 882 K1000	 11482 2023	 10	 24	 2.44	 2.28	 1.90

Side Flexing Plastic Chains

In Stock items (subject to prior sales)
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Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12914	 - -	 -

1	 9 12346S	 - 121768S	 -

1-1/4	 9 12347S	 - 121769S	 -

1-7/16	 9 12347SK	 - 121769SK	 -

1-1/2	 9 12348S	 - 121770S	 -

.71*	 10 12915	 - -	 -

1	 10 12349S	 321009 121771S	 321013

1-1/4	 10 12350S	 321010 121772S	 321014

1-7/16	 10 12350SK	 321011 121772SK	 321015

1-1/2	 10 12351S	 321012 121773S	 321016

.71*	 11 12916	 - -	 -	

1	 11 12352S	 - 121774S	 -

1-1/4	 11 12353S	 - 121775S	 -

1-7/16	 11 12353SK	 - 121775SK	 -

1-1/2	 11 12354S	 - 121776S	 -

.71*	 12 12917	 - -	 -

1	 12 12355S	 32114 121777S	 32119

1-1/4	 12 12356S	 32115 121778S	 32120

1-7/16	 12 12356SK	 32116 121778SK	 32121

1-1/2	 12 12357S	 32117 121779S	 32122
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 882 Chains

Idler Options
for 882 Chains

Track Options 
for 882 Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Straight Track
	  Carry or Length
Part Number	 Track Width Return  (feet)

VT-982-B-S-0450-3	 5.0 Carry 3

VT-982-B-S-0450-6	 5.0 Carry 6

VT-982-B-S-0450-10	 5.0 Carry 10

VT-982-R-S-0450-3	 5.0 Return 3

VT-982-R-S-0450-6	 5.0 Return 6

VT-982-R-S-0450-10	 5.0 Return 10

VT-982-B-S-0750-3	 8.0 Carry 3

VT-982-B-S-0750-6	 8.0 Carry 6

VT-982-B-S-0750-10	 8.0 Carry 10

VT-982-R-S-0750-3	 8.0 Return 3

VT-982-R-S-0750-6	 8.0 Return 6

VT-982-R-S-0750-10	 8.0 Return 10

VT-982-B-S-1000-3	 10.5 Carry 3

VT-982-B-S-1000-6	 10.5 Carry 6

VT-982-B-S-1000-10	 10.5 Carry 10

VT-982-R-S-1000-3	 10.5 Return 3

VT-982-R-S-1000-6	 10.5 Return 6

VT-982-R-S-1000-10	 10.5 Return 10

Side Flexing Plastic Chains

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Corner Track
	  Carry or Radius
Part Number	 Track Width Return  (inches)

VT-982-B-24-0450	 5.0 Carry 24

VT-982-R-24-0450	 5.0 Return 24

VT-982-B-24-0750	 8.0 Carry 24

VT-982-R-24-0750	 8.0 Return 24

VT-982-B-24-1000	 10.5 Carry 24

VT-982-R-24-1000	 10.5 Return 24

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Side Flexing Plastic Chains

Material: "LF Brown" Low friction acetal with 304 stainless steel pins.
	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

LF 882 TAB K450	 11040 2248	 4-1/2	 24	 2.36	 2.28	 1.36

LF 882 TAB K750	 11041 2248	 7-1/2	 24	 2.36	 2.28	 1.65

LF 882 TAB K1000	 11042 2248	 10	 24	 2.36	 2.28	 1.93

LF 882 TAB K1200	 11043 2248	 12	 24	 2.36	 2.28	 2.29

Material: "XPG Dark Grey" Very low friction acetal with 304 stainless steel pins.

Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.

	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

XPG 882 TAB K450	 11513G 2136	 4-1/2	 24	 2.36	 2.28	 1.36

XPG 882 TAB K750	 11514G 2136	 7-1/2	 24	 2.36	 2.28	 1.65

XPG 882 TAB K1000	 11515G 2136	 10	 24	 2.36	 2.28	 1.93

XPG 882 TAB K1200	 11516G 2136	 12	 24	 2.36	 2.28	 2.29

	  						    
	  Breaking	 L	 R	 SC	 SC	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 Min.	 Straight	 Curved	 (lbs. per ft.)

NG 882 TAB K450	 11483 2023	 4-1/2	 24	 2.36	 2.28	 1.36

NG 882 TAB K750	 11484 2023	 7-1/2	 24	 2.36	 2.28	 1.65

NG 882 TAB K1000	 11485 2023	 10	 24	 2.36	 2.28	 1.93

NG 882 TAB K1200	 11486 2023	 12	 24	 2.36	 2.28	 2.29

  882 TAB
Side Flexing Chains, 
TAB Guides
• Heavy duty
• Large, flat surface
• Low coefficient of friction

Due to a larger hinge and pin size, plus a well bal-
anced distribution of materials, the 882 TAB chain 
has excellent load carrying capacity, comparable 
with that of the 821 chain's double hinge design.

Standard sizes are up to 12" wide, making it compat-
ible with the 821 series.  882 TAB offers the largest 
conveying area in the side flexing flat top chain 
product line.

Standard Length: 10ft.
Pitches: 80
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In Stock items (subject to prior sales)
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	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12914	 - -	 -

1	 9 12346S	 - 121768S	 -

1-1/4	 9 12347S	 - 121769S	 -

1-7/16	 9 12347SK	 - 121769SK	 -

1-1/2	 9 12348S	 - 121770S	 -

.71*	 10 12915	 - -	 -

1	 10 12349S	 321009 121771S	 321013

1-1/4	 10 12350S	 321010 121772S	 321014

1-7/16	 10 12350SK	 321011 121772SK	 321015

1-1/2	 10 12351S	 321012 121773S	 321016

.71*	 11 12916	 - -	 -	

1	 11 12352S	 - 121774S	 -

1-1/4	 11 12353S	 - 121775S	 -

1-7/16	 11 12353SK	 - 121775SK	 -

1-1/2	 11 12354S	 - 121776S	 -

.71*	 12 12917	 - -	 -

1	 12 12355S	 32114 121777S	 32119

1-1/4	 12 12356S	 32115 121778S	 32120

1-7/16	 12 12356SK	 32116 121778SK	 32121

1-1/2	 12 12357S	 32117 121779S	 32122
*Plain bore pilot hole. Not sized to a shaft.

Side Flexing Plastic Chains

Track Options for 
882 TAB Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-982-T-24-0450	 5.0 24

VT-982-T-24-0750	 8.0 24

VT-982-T-24-1000	 10.5 24

VT-982-T-24-1200	 12.5 24

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-982-T-S-0450-3	 5.0 3

VT-982-T-S-0450-6	 5.0 6

VT-982-T-S-0450-10	 5.0 10

VT-982-T-S-0750-3	 8.0 3

VT-982-T-S-0750-6	 8.0 6

VT-982-T-S-0750-10	 8.0 10

VT-982-T-S-1000-3	 10.5 3

VT-982-T-S-1000-6	 10.5 6

VT-982-T-S-1000-10	 10.5 10

VT-982-T-S-1200-3	 12.5 3

VT-982-T-S-1200-6	 12.5 6

VT-982-T-S-1200-10	 12.5 10

Drive Sprocket Options 
for 882 TAB Chains

Idler Options for 
882 TAB Chains

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Straight Running Plastic Chains

  831 VG
Straight Running Chains,
Single Hinge, High Friction Surface
These chains are produced with high friction pads, and 
are ideal for use in the food and beverage industry where 
products are often conveyed on inclined and declined 
conveyors. 

Low noise level, low coefficient of friction, and low horsepower requirements 
are the advantages of these chains. They provide an excellent flat surface 
and medium working load in a dry running environment.

Lines packaging PET bottle packs in heat shrink film, paper board boxes, or 
cans in heat shrink film, can also be fitted with these chains. Pharmaceutical 
industry applications include all general purpose conveying.

The added thickness (3/16 in.) of the 831 series top plate adds 20% more 
wear life, and simplifies conveyor design when matching with chain series: 
821, 879, 882, 878.

These chains need a roller return track due to the friction pad extending 
across the full width of the plate. 

Standard Length: 10ft.
Pitches: 80
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Material: "NG Green" Our proprietary lowest friction PBT with 304 stainless steel pins.
	  				  
	  Breaking	 L	 Weight 
Chain Reference	 Part Number Load (lbs.)	 (width)	 (lbs. per ft.)

NG 831 K325 VG	 11221 900	 3-1/4	 .94
Custom pad spacing available upon request. Pads are assembled per order based on cus-
tomer requirements. Indicate distance between rubber pads when ordering.
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	  Machined	 Molded Machined	 Molded	 Low-Friction	 Molded
	  Split	 Split Split	 Split	 Molded	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number	 Part Number	 Part Number

.71*	 19 12961	 - -	 -	 -	 -

1	 19 12924S	 - 121147S	 -	 -	 -

1-1/4	 19 12925S	 - 121148S	 -	 -	 -

1-7/16	 19 12926S	 - 121149S	 -	 -	 -

1-1/2	 19 12927S	 - 121150S	 -	 -	 -

.71*	 21 12962	 - -	 -	 -	 -

1	 21 12928S	 32057 121151S	 321095	 32866 	 32077B

1-1/4	 21 12929S	 32058 121152S	 321096	 32867 	 32078B

1-7/16	 21 12930S	 32059 121153S	 321097	 32868 	 32079B

1-1/2	 21 12931S	 32060 121154S	 321098	 32869	 32080B

.71*	 23 12963	 - -	 -	 -	 -

1	 23 12932S	 32104 121155S	 321100	 32874 	 -

1-1/4	 23 12933S	 32105 121156S	 321101	 32875	 -

1-7/16	 23 12934S	 32106 121157S	 321102	 32876	 -

1-1/2	 23 12935S	 32107 121158S	 321103	 32877	 -

.71*	 25 12964	 - -	 -	 -	 -

1	 25 12936S	 32069 121159S	 321105	 32870 	 32081B 

1-1/4	 25 12937S	 32070 121160S	 321106	 32871 	 32082B

1-7/16	 25 12938S	 32071 121161S	 321107	 32872	 32083B

1-1/2	 25 12939S	 32072 121162S	 321108	 32873	 32084B

.71*	 27 121125	 - -	 -	 -	 -

1	 27 121126S	 - 121163S	 -	 -	 -

1-1/4	 27 121127S	 - 121164S	 -	 -	 -

1-7/16	 27 121128S	 - 121165S	 -	 -	 -

1-1/2	 27 121129S	 - 121166S	 -	 -	 -
*Plain bore pilot hole. Not sized to a shaft.

Straight Running Plastic Chains

Drive Sprocket Options
for 831 VG Chains

Idler Options for 
831 VG Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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  878 TAB VG
Side Flexing Chains with 
High Friction Surface
These sideflexing chains are produced with 
high friction pads and are designed to articu-
late around a tight radius. Ideal for use in the 
food and beverage industry where products 
are often conveyed on inclined and declined 
conveyors.

Standard Length: 10ft.
Pitches: 80

Material:	 "NG Dark Grey" Our proprietary lowest friction PBT with 304 stainless steel pins. 
	 Water blue thermoplastic rubber pads.

				     			 
	 Part	 Breaking	 L	 R SC	 SC	 Weight
Chain Reference	 Number	 Load (lbs.)	 (width)	 Min. Straight	 Curved	 (lbs./ft.)

NG 878 TAB K325 VG	 11391	 1124	 3.25	 7.87 1.81	 1.77	 0.60
Custom pad spacing available upon request. Pads are assembled per order based on customer require-
ments. Indicate distance between rubber pads when ordering.

TRAVEL
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Side Flexing Plastic Chains



39 Copyright © 2009 Solus Industrial Innovations, LLC. All Rights Reserved.  1/09

Co
nv

ey
or

 C
ha

in
s

	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -

1	 9 12382S	 - 121752S	 -

1-1/4	 9 12383S	 - 121753S	 -

1-7/16	 9 12384S	 - 121754S	 -

1-1/2	 9 12385S	 - 121755S	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005

1-1/4	 10 12387S	 321002 121757S	 321006

1-7/16	 10 12388S	 321003 121758S	 321007

1-1/2	 10 12389S	 321004 121759S	 321008

.71*	 11 12912	 - -	 -	

1	 11 12390S	 - 121760S	 -

1-1/4	 11 12391S	 - 121761S	 -

1-7/16	 11 12392S	 - 121762S	 -

1-1/2	 11 12393S	 - 121763S	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403

1-1/4	 12 12395S	 32711 121765S	 32404

1-7/16	 12 12396S	 32401 121766S	 32405

1-1/2	 12 12397S	 32402 121767S	 32406
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 878 TAB VG Chains

Idler Options for 
878 TAB VG Chains

Side Flexing Plastic Chains

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for rework

Improved Turning Disk Designs!
These chains can also use horizontal disks, ideal for numerous 
curves or alpine applications. See page 126 for complete details. Turning

Disk

(Top View)

In Stock items (subject to prior sales)
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Side Flexing Plastic Chains

  879 TAB VG
Side Flexing Chains with 
High Friction Surface
These sideflexing chains are produced with 
high friction pads and are designed to articu-
late around an 18 inch turn radius. Ideal for 
use in the food and beverage industry where 
products are often conveyed on inclined and 
declined conveyors.

Standard Length: 10ft.
Pitches: 80

Material:	 "NG Dark Grey" Our proprietary lowest friction PBT with 304 stainless steel pins. 
	 Water blue thermoplastic rubber pads.
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	 Part	 Breaking	 L	 R SC	 SC	 Weight
Chain Reference	 Number	 Load (lbs.)	 (width)	 Min. Straight	 Curved	 (lbs./ft.)

NG 879 TAB K325 VG	 11242	 1124	 3.25	 18 1.81	 1.77	 0.94

NG 879 TAB K450 VG	 11245	 1124	 4.5	 18 1.81	 1.77	 1.07
Custom pad spacing available upon request. Pads are assembled per order based on customer require-
ments. Indicate distance between rubber pads when ordering.
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	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12910	 - -	 -

1	 9 12382S	 - 121752S	 -

1-1/4	 9 12383S	 - 121753S	 -

1-7/16	 9 12384S	 - 121754S	 -

1-1/2	 9 12385S	 - 121755S	 -

.71*	 10 12911	 - -	 -

1	 10 12386S	 321001 121756S	 321005

1-1/4	 10 12387S	 321002 121757S	 321006

1-7/16	 10 12388S	 321003 121758S	 321007

1-1/2	 10 12389S	 321004 121759S	 321008

.71*	 11 12912	 - -	 -	

1	 11 12390S	 - 121760S	 -

1-1/4	 11 12391S	 - 121761S	 -

1-7/16	 11 12392S	 - 121762S	 -

1-1/2	 11 12393S	 - 121763S	 -

.71*	 12 12913	 - -	 -

1	 12 12394S	 32400 121764S	 32403

1-1/4	 12 12395S	 32711 121765S	 32404

1-7/16	 12 12396S	 32401 121766S	 32405

1-1/2	 12 12397S	 32402 121767S	 32406
*Plain bore pilot hole. Not sized to a shaft.

Side Flexing Plastic Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-980-T-18-0325	 3.75 18

VT-980-T-24-0325	 3.75 24

VT-980-T-24-0450	 5.0 24

Track Options for 
879 TAB VG Chains

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-980-T-S-0325-3	 3.75 3

VT-980-T-S-0325-6	 3.75 6

VT-980-T-S-0325-10	 3.75 10

VT-980-T-S-0450-3	 5.0 3

VT-980-T-S-0450-6	 5.0 6

VT-980-T-S-0450-10	 5.0 10

Drive Sprocket Options 
for 879 TAB VG Chains

Idler Options for 
879 TAB VG Chains

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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Material:	 "NG Dark Grey" Our proprietary lowest friction PBT with 304 stainless steel pins. 
	 Water blue thermoplastic rubber pads.

				     				  
	 Part	 Breaking	 L	 WR R	 SC	 SC	 Weight
Chain Reference	 Number	 Load (lbs.)	 (width)	 (width) Min.	 Straight	 Curved	 (lbs./ft.)

NG 882 TAB K750 VG	 11093	 2023	 7.50	 5.31 24	 2.36	 2.28	 1.58

NG 882 TAB K1000 VG	 11094	 2023	 10.00	 7.50 24	 2.36	 2.28	 1.78

NG 882 TAB K1200 VG	 11095	 2023	 12.00	 10.00 24	 2.36	 2.28	 1.95
Custom pad spacing available upon request. Pads are assembled per order based on customer require-
ments. Indicate distance between rubber pads when ordering.
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  882 TAB VG
Side Flexing Chains with 
 High Friction Surface
These sideflexing chains offer a higher 
tensile strength than standard chains and are 
particularly suitable where heavier and larger 
products are conveyed. Ideal for use in the 
food and beverage industry where products 
are often conveyed on inclined and declined 
conveyors.

Standard Length: 10ft.
Pitches: 80

Side Flexing Plastic Chains
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	  Machined	 Molded Machined	 Molded	
	  Split	 Split Split	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number Part Number	 Part Number

.71*	 9 12914	 - -	 -

1	 9 12346S	 - 121768S	 -

1-1/4	 9 12347S	 - 121769S	 -

1-7/16	 9 12347SK	 - 121769SK	 -

1-1/2	 9 12348S	 - 121770S	 -

.71*	 10 12915	 - -	 -

1	 10 12349S	 321009 121771S	 321013

1-1/4	 10 12350S	 321010 121772S	 321014

1-7/16	 10 12350SK	 321011 121772SK	 321015

1-1/2	 10 12351S	 321012 121773S	 321016

.71*	 11 12916	 - -	 -	

1	 11 12352S	 - 121774S	 -

1-1/4	 11 12353S	 - 121775S	 -

1-7/16	 11 12353SK	 - 121775SK	 -

1-1/2	 11 12354S	 - 121776S	 -

.71*	 12 12917	 - -	 -

1	 12 12355S	 32114 121777S	 32119

1-1/4	 12 12356S	 32115 121778S	 32120

1-7/16	 12 12356SK	 32116 121778SK	 32121

1-1/2	 12 12357S	 32117 121779S	 32122
*Plain bore pilot hole. Not sized to a shaft.

Side Flexing Plastic Chains

Track Options for 
882 TAB VG Chains

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-982-T-24-0750	 8.0 24

VT-982-T-24-1000	 10.5 24

VT-982-T-24-1200	 12.5 24

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-982-T-S-0750-3	 8.0 3

VT-982-T-S-0750-6	 8.0 6

VT-982-T-S-0750-10	 8.0 10

VT-982-T-S-1000-3	 10.5 3

VT-982-T-S-1000-6	 10.5 6

VT-982-T-S-1000-10	 10.5 10

VT-982-T-S-1200-3	 12.5 3

VT-982-T-S-1200-6	 12.5 6

VT-982-T-S-1200-10	 12.5 10

Drive Sprocket Options 
for 882 TAB VG Chains

Idler Options for 
882 TAB VG Chains

See all ValuTrac 
modules on pages 

130-145

See all sprockets 
and idlers on 

pages 101-125

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)




