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Side Flexing Flat Top Chain-Belt
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for TAB system or 
ValuTrac II system.
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  2250 TAB
Side Flexing Chain-Belts,  
TAB Guides

• High strength and heavy duty flight design.
• Chain thickness and hinge design ensure high working load capacity.
• Matching height to 2121 series belts allows for standardization of 
	 conveyor design.
• Optimum product stability. Top plate design and 1 inch pitch allows for 
	 a maximum support area and smooth product transfer.

Chain-Belts solve the problem of how to incorporate side flexing needs into a straight 
running modular belt application. Uses standard TAB style chain tracks or guides.

Chain-Belts are designed to have the same height above the wear surface as modular 
belts, and a solid surface that makes them suitable for glass bottles and PET bottles, 
especially those with low contact area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

LFG 2250 TAB K330 FT	 11323	 3.3	 20	 1.81	 1.77	 450	 1.17

LFG 2250 TAB K450 FT	 11324	 4.5	 20	 1.81	 1.77	 450	 1.37

Material: "XPG Dark Brown" Very low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

XPG 2250 TAB K330 FT	 11323XPG	 3.3	 20	 1.81	 1.77	 450	 1.17

XPG 2250 TAB K450 FT	 11324XPG	 4.5	 20	 1.81	 1.77	 450	 1.37

Use in
combination with

2121 series 
belts

	  	 Machined 	 Machined
	  	 Split 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent 	 Part Number 	 Part Number

.71*	 16 	 121017 	 -
1	 16 	 321018 	 321065
1-1/4	 16 	 321019 	 321066
1-7/16	 16 	 321020 	 321067
1-1/2	 16 	 321021 	 321068
.71*	 18 	 121023 	 -	
1	 18 	 321024 	 321070
1-1/4	 18 	 321025 	 321071
1-7/16	 18 	 321026 	 321072
1-1/2	 18 	 321027 	 321073
.71*	 19 	 121029 	 -
1	 19 	 321030 	 321075
1-1/4	 19 	 321031 	 321076
1-7/16	 19 	 321032 	 321077
1-1/2	 19 	 321033 	 321078

*Plain bore pilot hole. Not sized to a shaft.

Idler Options for 
2250 Chain-Belts

See all sprockets 
and idlers on 

pages 101-125

Drive Sprocket Options 
for 2250 Chain-Belts

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/2 x 1-1/2 sq. 	 16 -	 -	 123108S 	 -

1-1/4	 16 123099S	 123103S	 - 	 123109S

1-7/16	 16 123100S	 123104S	 - 	 123110S

1-1/2	 16 123101S	 123105S	 - 	 123111S

1-3/4	 16 123102S	 123106S	 - 	 123112S

1-1/2 x 1-1/2 sq. 	 18 -	 -	 123122S 	 -

1-1/4	 18 123113S	 123117S	 - 	 123123S

1-7/16	 18 123114S	 123118S	 - 	 123124S

1-1/2	 18 123115S	 123119S	 - 	 123125S

1-3/4	 18 123116S	 123120S	 - 	 123126S

1-1/2 x 1-1/2 sq. 	 19 -	 -	 123136S 	 -

1-1/4	 19 123127S	 123131S	 - 	 123137S

1-7/16	 19 123128S	 123132S	 - 	 123138S

1-1/2	 19 123129S	 123133S	 - 	 123139S

1-3/4	 19 123130S	 123134S	 - 	 123140S

Side Flexing Flat Top Chain-Belt

For delivery 

information, contact 

customer service.

Drive Sprocket Options 
for 2250 TAB Chain-Belts

Idler Options 
for 2250 TAB 
Chain-Belts

See all sprockets 
and idlers on 

pages 101-125
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Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-980-T-18-0325	 3.75 18

VT-980-T-24-0325	 3.75 24

VT-980-T-24-0450	 5.0 24

Track Options for 
2250 TAB Chain-Belts

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-980-T-S-0325-3	 3.75 3

VT-980-T-S-0325-6	 3.75 6

VT-980-T-S-0325-10	 3.75 10

VT-980-T-S-0450-3	 5.0 3

VT-980-T-S-0450-6	 5.0 6

VT-980-T-S-0450-10	 5.0 10

See all ValuTrac 
modules on pages 

130-145

In Stock items (subject to prior sales)
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Side Flexing Flat Top Chain-Belt
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Magnetic corner track
system is also available.

  2250 M
Side Flexing Chain-Belts

• High strength and heavy duty flight design.
• Chain thickness and hinge design ensure 
	 high working load capacity.
• Matching height to 2121 series belts allows 
	 for standardization of conveyor design.
• Easy installation. No tabs or bevel. Allows chain  

to be installed and removed quickly.
• Optimum product stability. Top plate design and 1 inch pitch allows for 
	 a maximum support area and smooth product transfer.

Chain-Belts solve the problem of how to incorporate side flexing needs 
into a straight running modular belt application. For use with Dual 
Magnetic Corner Tracks.

Chain-Belts are designed to have the same height above the 
wear surface as modular belts, and a solid surface that makes 
them suitable for glass bottles and PET bottles, especially 
those with low contact area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal with 304 stainless pins.

Material: "XPG Dark Brown" Low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

LFG 2250 M K330 FT	 11320	 3.3	 20	 1.77	 1.73	 450	 1.18

LFG 2250 M K450 FT	 11327	 4.5	 20	 1.77	 1.73	 450	 1.31

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

XPG 2250 M K330 FT	 11320XPG	 3.3	 20	 1.77	 1.73	 450	 1.18

XPG 2250 M K450 FT	 11327XPG	 4.5	 20	 1.77	 1.73	 450	 1.31

Use in combination 
with 2121 series belts

	  	 Machined 	 Machined
	  	 Split 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent 	 Part Number 	 Part Number

.71*	 16 	 121017 	 -
1	 16 	 321018 	 321065
1-1/4	 16 	 321019 	 321066
1-7/16	 16 	 321020 	 321067
1-1/2	 16 	 321021 	 321068
.71*	 18 	 121023 	 -	
1	 18 	 321024 	 321070
1-1/4	 18 	 321025 	 321071
1-7/16	 18 	 321026 	 321072
1-1/2	 18 	 321027 	 321073
.71*	 19 	 121029 	 -
1	 19 	 321030 	 321075
1-1/4	 19 	 321031 	 321076
1-7/16	 19 	 321032 	 321077
1-1/2	 19 	 321033 	 321078

*Plain bore pilot hole. Not sized to a shaft.

Idler Options for 
2250 M Chain-Belts

See all sprockets 
and idlers on 

pages 101-125
Drive Sprocket Options 
for 2250 M Chain-Belts

See page 146 for 
more information.

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/2 x 1-1/2 sq. 	 16 -	 -	 123108S 	 -

1-1/4	 16 123099S	 123103S	 - 	 123109S

1-7/16	 16 123100S	 123104S	 - 	 123110S

1-1/2	 16 123101S	 123105S	 - 	 123111S

1-3/4	 16 123102S	 123106S	 - 	 123112S

1-1/2 x 1-1/2 sq. 	 18 -	 -	 123122S 	 -

1-1/4	 18 123113S	 123117S	 - 	 123123S

1-7/16	 18 123114S	 123118S	 - 	 123124S

1-1/2	 18 123115S	 123119S	 - 	 123125S

1-3/4	 18 123116S	 123120S	 - 	 123126S

1-1/2 x 1-1/2 sq. 	 19 -	 -	 123136S 	 -

1-1/4	 19 123127S	 123131S	 - 	 123137S

1-7/16	 19 123128S	 123132S	 - 	 123138S

1-1/2	 19 123129S	 123133S	 - 	 123139S

1-3/4	 19 123130S	 123134S	 - 	 123140S

		
	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 100		  3.94	 KMD.15.15.01.A	 KMD.15.30.01.A KMD.15.45.01.A	 KMD.15.60.01.A	 KMD.15.75.01.A	 KMD.15.90.01.A

	 2	 185		  7.28	 KMD.15.15.02.A	 KMD.15.30.02.A KMD.15.45.02.A	 KMD.15.60.02.A	 KMD.15.75.02.A	 KMD.15.90.02.A

	 3	 270		 10.63	 KMD.15.15.03.A	 KMD.15.30.03.A KMD.15.45.03.A	 KMD.15.60.03.A	 KMD.15.75.03.A	 KMD.15.90.03.A

	 4	 355		 13.98	 KMD.15.15.04.A	 KMD.15.30.04.A KMD.15.45.04.A	 KMD.15.60.04.A	 KMD.15.75.04.A	 KMD.15.90.04.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

Side Flexing Flat Top Chain-Belt

For delivery 

information, contact 

customer service.

Track Options for 2250 M 
Chain-Belts K330 Series

See all Magnetic 
Corner Tracks on 
pages 146-153

Drive Sprocket Options 
for 2250 M Chain-Belts

Idler Options for 
2250 M Chain-Belts

See all sprockets 
and idlers on 

pages 101-125

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 129		  5.08	 KMD.56.15.01.A	 KMD.56.30.01.A KMD.56.45.01.A	 KMD.56.60.01.A	 KMD.56.75.01.A	 KMD.56.90.01.A

	 2	 246		  9.69	 KMD.56.15.02.A	 KMD.56.30.02.A KMD.56.45.02.A	 KMD.56.60.02.A	 KMD.56.75.02.A	 KMD.56.90.02.A

	 3	 363		 14.29	 KMD.56.15.03.A	 KMD.56.30.03.A KMD.56.45.03.A	 KMD.56.60.03.A	 KMD.56.75.03.A	 KMD.56.90.03.A

	 4	 480		 18.90	 KMD.56.15.04.A	 KMD.56.30.04.A KMD.56.45.04.A	 KMD.56.60.04.A	 KMD.56.75.04.A	 KMD.56.90.04.A

Track Options for 2250 M
Chain-Belts K450 Series

90°

Radius

M a g n e t i c
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Magnetic corner track
system is also available.

Side Flexing Flat Top Chain-Belt

  2260 M
Side Flexing Flat 
Top Chain-Belts

• High strength and heavy duty flight design.
• Chain thickness and hinge design ensure 
	 high working load capacity.
• Matching height to 2121 series belts allows for 
	 standardization of conveyor design.
• Optimum product stability. Top plate design and 1 inch pitch 
	 allows for a maximum support area and smooth product transfer.

Chain-Belts solve the problem of how to incorporate side flexing needs into a straight 
running modular belt application. For use with Dual Magnetic Corner Tracks.

Chain-Belts are designed to have the same height above the wear surface 
as modular belts, and a solid surface that makes them suitable for glass 
bottles and PET bottles, especially those with low contact area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal with 304 stainless pins.

		  L	 R	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Load (lbs.)	 (lbs. per ft.)

LFG 2260 M K330 FT	 11329	 3.3	 20	 450	 1.17

Material: "XPG Dark Brown" Very low friction acetal with 304 stainless pins.

		  L	 R	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Load (lbs.)	 (lbs. per ft.)

XPG 2260 M K330 FT	 11329XPG	 3.3	 20	 450	 1.17

	  	 Machined Machined
	  	 Split Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent 	 Part Number Part Number

.71*	 16 	 121017 -
1	 16 	 321018 321065
1-1/4	 16 	 321019 321066
1-7/16	 16 	 321020 321067
1-1/2	 16 	 321021 321068
.71*	 18 	 121023 -	
1	 18 	 321024 321070
1-1/4	 18 	 321025 321071
1-7/16	 18 	 321026 321072
1-1/2	 18 	 321027 321073
.71*	 19 	 121029 -
1	 19 	 321030 321075
1-1/4	 19 	 321031 321076
1-7/16	 19 	 321032 321077
1-1/2	 19 	 321033 321078

*Plain bore pilot hole. Not sized to a shaft.

Idler Options 
for 2260 M 
Chain-Belts See all sprockets 

and idlers on 
pages 101-125

Drive Sprocket Options 
for 2260 M Chain-Belts

Use in combination 
with 2121 series beltsSee page 146 for 

more information.

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 100		  3.94	 KMD.15.15.01.A	 KMD.15.30.01.A KMD.15.45.01.A	 KMD.15.60.01.A	 KMD.15.75.01.A	 KMD.15.90.01.A

	 2	 185		  7.28	 KMD.15.15.02.A	 KMD.15.30.02.A KMD.15.45.02.A	 KMD.15.60.02.A	 KMD.15.75.02.A	 KMD.15.90.02.A

	 3	 270		 10.63	 KMD.15.15.03.A	 KMD.15.30.03.A KMD.15.45.03.A	 KMD.15.60.03.A	 KMD.15.75.03.A	 KMD.15.90.03.A

	 4	 355		 13.98	 KMD.15.15.04.A	 KMD.15.30.04.A KMD.15.45.04.A	 KMD.15.60.04.A	 KMD.15.75.04.A	 KMD.15.90.04.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/2 x 1-1/2 sq. 	 16 -	 -	 123108S 	 -

1-1/4	 16 123099S	 123103S	 - 	 123109S

1-7/16	 16 123100S	 123104S	 - 	 123110S

1-1/2	 16 123101S	 123105S	 - 	 123111S

1-3/4	 16 123102S	 123106S	 - 	 123112S

1-1/2 x 1-1/2 sq. 	 18 -	 -	 123122S 	 -

1-1/4	 18 123113S	 123117S	 - 	 123123S

1-7/16	 18 123114S	 123118S	 - 	 123124S

1-1/2	 18 123115S	 123119S	 - 	 123125S

1-3/4	 18 123116S	 123120S	 - 	 123126S

1-1/2 x 1-1/2 sq. 	 19 -	 -	 123136S 	 -

1-1/4	 19 123127S	 123131S	 - 	 123137S

1-7/16	 19 123128S	 123132S	 - 	 123138S

1-1/2	 19 123129S	 123133S	 - 	 123139S

1-3/4	 19 123130S	 123134S	 - 	 123140S

Side Flexing Flat Top Chain-Belt

For delivery 

information, contact 

customer service.

Track Options for 2260 M
Chain-Belts / K330 Series

See all Magnetic 
Corner Tracks on 
pages 146-153

Drive Sprocket Options 
for 2260 M Chain-Belts

Idler Options 
for 2260 M FT 
Chain-Belts

Track Options for 2260 M
Chain-Belts / K450 Series

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 129		  5.08	 KMD.56.15.01.A	 KMD.56.30.01.A KMD.56.45.01.A	 KMD.56.60.01.A	 KMD.56.75.01.A	 KMD.56.90.01.A

	 2	 246		  9.69	 KMD.56.15.02.A	 KMD.56.30.02.A KMD.56.45.02.A	 KMD.56.60.02.A	 KMD.56.75.02.A	 KMD.56.90.02.A

	 3	 363		 14.29	 KMD.56.15.03.A	 KMD.56.30.03.A KMD.56.45.03.A	 KMD.56.60.03.A	 KMD.56.75.03.A	 KMD.56.90.03.A

	 4	 480		 18.90	 KMD.56.15.04.A	 KMD.56.30.04.A KMD.56.45.04.A	 KMD.56.60.04.A	 KMD.56.75.04.A	 KMD.56.90.04.A

See all sprockets 
and idlers on 

pages 101-125

90°

Radius

M a g n e t i c
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Flat Top Belts

  2252
Straight Running Belts with 
Single Piece Widths

•	1 inch pitch
•	1/2 inch height
•	Easy installation and maintenance
•	High mechanical strength and wear resistance
•	No gaps between parallel chains
•	Excellent product handling

System Plast Flat Top Belts have a solid surface 
that makes them suitable for glass bottles and 
PET bottles, especially those with low contact 
area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal chain. White PBT pins.

		  W		  Backflex	 Max Load*	 Weight 
Chain Reference	 Part Number	 (width)	 Pitch	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

2252 K300 FT	 26000	 3	 1.0	 1.0	 2604	 2.87

2252 K325 FT	 26001	 3-1/4	 1.0	 1.0	 2604	 2.87

2252 K450 FT	 26002	 4-1/2	 1.0	 1.0	 2604	 2.87

2252 K600 FT	 26003	 6	 1.0	 1.0	 2604	 2.87

2252 K750 FT	 26004	 7-1/2	 1.0	 1.0	 2604	 2.87
*Max. load changes according to belt width. Example: max. load for a 6 inch wide belt is half of the lbs. 
per foot figure shown.

W

.25

.50

1.0

1.0

Straight Running Belts with 
Single Piece Widths and  
Two Positioners

•	1 inch pitch
•	1/2 inch height
•	Easy installation and maintenance
•	High mechanical strength and wear resistance
•	No gaps between parallel chains
•	Excellent product handling

System Plast Flat Top Belts have a solid surface 
that makes them suitable for glass bottles and 
PET bottles, especially those with a low contact 
area base.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal chain. White PBT pins.

		  W		  Backflex	 Max Load*	 Weight 
Chain Reference	 Part Number	 (width)	 Pitch	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

2252 K300 FTP2	 26010	 3	 1.0	 1.0	 2604	 2.89

2252 K325 FTP2	 26011	 3-1/4	 1.0	 1.0	 2604	 2.89

2252 K450 FTP2	 26012	 4-1/2	 1.0	 1.0	 2604	 2.89

2252 K600 FTP2	 26013	 6	 1.0	 1.0	 2604	 2.89

2252 K750 FTP2	 26014	 7-1/2	 1.0	 1.0	 2604	 2.89
*Max. load changes according to belt width. Example: max. load for a 6 inch wide belt is half of the lbs. 
per foot figure shown.

1.0

1.0

W

1.70 .20

.25

.39 .50

VG-SST-1.25

For delivery 

information, contact 

customer service.
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	  Machined		  Machined
	  Split			   Split
Shaft Sized	 Teeth or
Bore Dia.	 Equivalent Part Number		  Part Number

.71*	 16 125250GF		  125250GF

1	 16 125250S		  125250RS

1-1/4	 16 125251S		  125251RS

1-7/16	 16 125252S		  125252RS

1-1/2	 16 125253S		  125253RS

.71*	 18 125254GF		  125254GF

1	 18 125254S		  125254RS

1-1/4	 18 125255S		  125255RS

1-7/16	 18 125256S		  125256RS

1-1/2	 18 125257S		  125257RS

.71*	 20 125258GF		  125258GF	

1	 20 125258S		  125258RS

1-1/4	 20 125259S		  125259RS

1-7/16	 20 125260S		  125260RS

1-1/2	 20 125261S		  125261RS

.71*	 21 125262GF		  125262GF

1	 21 125262S		  125262RS

1-1/4	 21 125263S		  125263RS

1-7/16	 21 125264S		  125264RS

1-1/2	 21 125265S		  125265RS
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket 
Options for 2252 
Flat Top Belts

Idler Options for 
2252 Flat Top Belts

Flat Top Belts

	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/4	 14 123150S	 123154S	     - 	 123162S

1-7/16	 14 123151S	 123155S	     - 	 123163S

1-1/2	 14 123152S	 123156S	     - 	 123164S

1-1/2 x 1-1/2 sq.	 16 -	 -	 123066S 	 -	

1-1/4	 16 123057S	 123061S	     - 	 123067S

1-7/16	 16 123058S	 123062S	     - 	 123068S

1-1/2	 16 123059S	 123063S	     - 	 123069S

1-3/4	 16 123060S	 123064S	     - 	 123070S

1-1/2 x 1-1/2 sq.	 18 -	 -	 123080S 	 -	

1-1/4	 18 123071S	 123075S	     - 	 123081S

1-7/16	 18 123072S	 123076S	     - 	 123082S

1-1/2	 18 123073S	 123077S	     - 	 123083S

1-3/4	 18 123074S	 123078S	     - 	 123084S

1-1/2 x 1-1/2 sq.	 20 -	 -	 123094S 	 -	

1-1/4	 20 123085S	 123089S	     - 	 123095S

1-7/16	 20 123086S	 123090S	     - 	 123096S

1-1/2	 20 123087S	 123091S	     - 	 123097S

1-3/4	 20 123088S	 123092S	     - 	 123098S

See all sprockets 
and idlers on 

pages 101-125

For delivery 

information, contact 

customer service.

In Stock items (subject to prior sales)
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  2252 FT
Straight Running Belts with  
Combined Piece Widths

•	1 inch pitch
•	1/2 inch height
•	Easy installation and maintenance
•	High mechanical strength and wear resistance
•	No gaps between parallel chains
•	Excellent product handling

System Plast Flat Top Belts have a solid surface 
that makes them suitable for glass bottles and 
PET bottles, especially those with a low contact 
area base.

Standard Length: 10ft.
Pitches: 120

6.0

W

.25

.50

1.0

1.0

3.0

Flat Top Belts

Material: "LFG Dark Grey" Low friction acetal chain. White PBT pins. For "XPG Dark Brown" material, add "XPG" to the end of the part number, example: 261002XPG.

		   Width	 Backflex	 Max Load*	 Weight 
	 Chain Reference	 Part Number (in.)	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 2252-0009 FT	 261002 9	 1.0	 2604	 2.87

	 2252-0012 FT	 261003 12	 1.0	 2604	 2.87

	 2252-0015 FT	 261004 15	 1.0	 2604	 2.87

	 2252-0018 FT	 261005 18	 1.0	 2604	 2.87

	 2252-0021 FT	 261006 21	 1.0	 2604	 2.87

	 2252-0024 FT	 261007 24	 1.0	 2604	 2.87

	 2252-0027 FT	 261008 27	 1.0	 2604	 2.87

	 2252-0030 FT	 261009 30	 1.0	 2604	 2.87

	 2252-0033 FT	 261010 33	 1.0	 2604	 2.87

	 2252-0036 FT	 261011 36	 1.0	 2604	 2.87

	 2252-0039 FT	 261012 39	 1.0	 2604	 2.87

	 2252-0042 FT	 261013 42	 1.0	 2604	 2.87

	 2252-0045 FT	 261014 45	 1.0	 2604	 2.87

	 2252-0048 FT	 261015 48	 1.0	 2604	 2.87

	 2252-0051 FT	 261016 51	 1.0	 2604	 2.87

	 2252-0054 FT	 261017 54	 1.0	 2604	 2.87

	 2252-0057 FT	 261018 57	 1.0	 2604	 2.87

	 2252-0060 FT	 261019 60	 1.0	 2604	 2.87

	 2252-0063 FT	 261020 63	 1.0	 2604	 2.87
		   		

		   Width	 Backflex	 Max Load*	 Weight 
	 Chain Reference	 Part Number (in.)	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 2252-0066 FT	 261021 66	 1.0	 2604	 2.87

	 2252-0069 FT	 261022 69	 1.0	 2604	 2.87

	 2252-0072 FT	 261023 72	 1.0	 2604	 2.87

	 2252-0075 FT	 261024 75	 1.0	 2604	 2.87

	 2252-0078 FT	 261025 78	 1.0	 2604	 2.87

	 2252-0081 FT	 261026 81	 1.0	 2604	 2.87

	 2252-0084 FT	 261027 84	 1.0	 2604	 2.87

	 2252-0087 FT	 261028 87	 1.0	 2604	 2.87

	 2252-0090 FT	 261029 90	 1.0	 2604	 2.87

	 2252-0093 FT	 261030 93	 1.0	 2604	 2.87

	 2252-0096 FT	 261031 96	 1.0	 2604	 2.87

	 2252-0099 FT	 261032 99	 1.0	 2604	 2.87

	 2252-0102 FT	 261033 102	 1.0	 2604	 2.87

	 2252-0105 FT	 261034 105	 1.0	 2604	 2.87

	 2252-0108 FT	 261035 108	 1.0	 2604	 2.87

	 2252-0111 FT	 261036 111	 1.0	 2604	 2.87

	 2252-0114 FT	 261037 114	 1.0	 2604	 2.87

	 2252-0117 FT	 261038 117	 1.0	 2604	 2.87

	 2252-0120 FT	 261039 120	 1.0	 2604	 2.87
*Max. load changes according to belt width. Example: max. load for a 24 inch 
wide belt is 2 times the lbs. per foot figure shown.

For delivery 

information, contact 

customer service.
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	  Machined		  Machined
	  Split			   Split
Shaft Sized	 Teeth or
Bore Dia.	 Equivalent Part Number		  Part Number

.71*	 16 125250GF		  125250GF

1	 16 125250S		  125250RS

1-1/4	 16 125251S		  125251RS

1-7/16	 16 125252S		  125252RS

1-1/2	 16 125253S		  125253RS

.71*	 18 125254GF		  125254GF

1	 18 125254S		  125254RS

1-1/4	 18 125255S		  125255RS

1-7/16	 18 125256S		  125256RS

1-1/2	 18 125257S		  125257RS

.71*	 20 125258GF		  125258GF	

1	 20 125258S		  125258RS

1-1/4	 20 125259S		  125259RS

1-7/16	 20 125260S		  125260RS

1-1/2	 20 125261S		  125261RS

.71*	 21 125262GF		  125262GF

1	 21 125262S		  125262RS

1-1/4	 21 125263S		  125263RS

1-7/16	 21 125264S		  125264RS

1-1/2	 21 125265S		  125265RS
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket 
Options for 2252 FT 
Flat Top Belts

Idler Options 
for 2252 FT 
Flat Top Belts

Flat Top Belts

	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/4	 14 123150S	 123154S	     - 	 123162S

1-7/16	 14 123151S	 123155S	     - 	 123163S

1-1/2	 14 123152S	 123156S	     - 	 123164S

1-1/2 x 1-1/2 sq.	 16 -	 -	 123066S 	 -	

1-1/4	 16 123057S	 123061S	     - 	 123067S

1-7/16	 16 123058S	 123062S	     - 	 123068S

1-1/2	 16 123059S	 123063S	     - 	 123069S

1-3/4	 16 123060S	 123064S	     - 	 123070S

1-1/2 x 1-1/2 sq.	 18 -	 -	 123080S 	 -	

1-1/4	 18 123071S	 123075S	     - 	 123081S

1-7/16	 18 123072S	 123076S	     - 	 123082S

1-1/2	 18 123073S	 123077S	     - 	 123070S

1-3/4	 18 123074S	 123078S	     - 	 123071S

1-1/2 x 1-1/2 sq.	 20 -	 -	 123094S 	 -	

1-1/4	 20 123085S	 123089S	     - 	 123095S

1-7/16	 20 123086S	 123090S	     - 	 123096S

1-1/2	 20 123087S	 123091S	     - 	 123097S

1-3/4	 20 123088S	 123092S	     - 	 123098S

See all sprockets 
and idlers on 

pages 101-125For delivery 

information, contact 

customer service.

In Stock items (subject to prior sales)
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  2252 PT
Straight Running Belts with  
Combined Piece Widths

•	1 inch pitch
•	1/2 inch height
•	Easy installation and maintenance
•	High mechanical strength and wear resistance
•	No gaps between parallel chains
•	Excellent product handling

System Plast Flat Top Belts have a solid surface 
that makes them suitable for glass bottles and 
PET bottles, especially those with a low contact 
area base.

Standard Length: 10ft.
Pitches: 120

.25

.50

1.0

1.0

6.0

W

3.0

Flat Top Belts

Material: "LFG Dark Grey" Low friction acetal chain. White PBT pins. For "XPG Dark Brown" material, add "XPG" to the end of the part number, example: 26200XPG.

		   Width	 Backflex	 Max Load*	 Weight 
	 Chain Reference	 Part Number (in.)	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 2252-0003 PT	 26200 3	 1.0	 2604	 2.72

	 2252-0006 PT	 26201 6	 1.0	 2604	 2.72

	 2252-0009 PT	 26202 9	 1.0	 2604	 2.72

	 2252-0012 PT	 26203 12	 1.0	 2604	 2.72

	 2252-0015 PT	 26204 15	 1.0	 2604	 2.72

	 2252-0018 PT	 26205 18	 1.0	 2604	 2.72

	 2252-0021 PT	 26206 21	 1.0	 2604	 2.72

	 2252-0024 PT	 26207 24	 1.0	 2604	 2.72

	 2252-0027 PT	 26208 27	 1.0	 2604	 2.72

	 2252-0030 PT	 26209 30	 1.0	 2604	 2.72

	 2252-0033 PT	 26210 33	 1.0	 2604	 2.72

	 2252-0036 PT	 26211 36	 1.0	 2604	 2.72

	 2252-0039 PT	 26212 39	 1.0	 2604	 2.72

	 2252-0042 PT	 26213 42	 1.0	 2604	 2.72

	 2252-0045 PT	 26214 45	 1.0	 2604	 2.72

	 2252-0048 PT	 26215 48	 1.0	 2604	 2.72

	 2252-0051 PT	 26216 51	 1.0	 2604	 2.72

	 2252-0054 PT	 26217 54	 1.0	 2604	 2.72

	 2252-0057 PT	 26218 57	 1.0	 2604	 2.72

	 2252-0060 PT	 26219 60	 1.0	 2604	 2.72

		   Width	 Backflex	 Max Load*	 Weight 
	 Chain Reference	 Part Number (in.)	 Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 2252-0063 PT	 26220 63	 1.0	 2604	 2.72 

	 2252-0066 PT	 26221 66	 1.0	 2604	 2.72

	 2252-0069 PT	 26222 69	 1.0	 2604	 2.72

	 2252-0072 PT	 26223 72	 1.0	 2604	 2.72

	 2252-0075 PT	 26224 75	 1.0	 2604	 2.72

	 2252-0078 PT	 26225 78	 1.0	 2604	 2.72

	 2252-0081 PT	 26226 81	 1.0	 2604	 2.72

	 2252-0084 PT	 26227 84	 1.0	 2604	 2.72

	 2252-0087 PT	 26228 87	 1.0	 2604	 2.72

	 2252-0090 PT	 26229 90	 1.0	 2604	 2.72

	 2252-0093 PT	 26230 93	 1.0	 2604	 2.72

	 2252-0096 PT	 26231 96	 1.0	 2604	 2.72

	 2252-0099 PT	 26232 99	 1.0	 2604	 2.72

	 2252-0102 PT	 26233 102	 1.0	 2604	 2.72

	 2252-0105 PT	 26234 105	 1.0	 2604	 2.72

	 2252-0108 PT	 26235 108	 1.0	 2604	 2.72

	 2252-0111 PT	 26236 111	 1.0	 2604	 2.72

	 2252-0114 PT	 26237 114	 1.0	 2604	 2.72

	 2252-0117 PT	 26238 117	 1.0	 2604	 2.72

	 2252-0120 PT	 26239 120	 1.0	 2604	 2.72
*Max. load changes according to belt width. Example: max. load for a 24 inch 
wide belt is 2 times the lbs. per foot figure shown.

For delivery 

information, contact 

customer service.
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	  Machined		  Machined
	  Split			   Split
Shaft Sized	 Teeth or
Bore Dia.	 Equivalent Part Number		  Part Number

.71*	 16 125250GF		  125250GF

1	 16 125250S		  125250RS

1-1/4	 16 125251S		  125251RS

1-7/16	 16 125252S		  125252RS

1-1/2	 16 125253S		  125253RS

.71*	 18 125254GF		  125254GF

1	 18 125254S		  125254RS

1-1/4	 18 125255S		  125255RS

1-7/16	 18 125256S		  125256RS

1-1/2	 18 125257S		  125257RS

.71*	 20 125258GF		  125258GF	

1	 20 125258S		  125258RS

1-1/4	 20 125259S		  125259RS

1-7/16	 20 125260S		  125260RS

1-1/2	 20 125261S		  125261RS

.71*	 21 125262GF		  125262GF

1	 21 125262S		  125262RS

1-1/4	 21 125263S		  125263RS

1-7/16	 21 125264S		  125264RS

1-1/2	 21 125265S		  125265RS
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket 
Options for 2252 PT 
Flat Top Belts

Idler Options 
for 2252 PT 
Flat Top Belts

Flat Top Belts

	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/4	 14 123150S	 123154S	     - 	 123162S

1-7/16	 14 123151S	 123155S	     - 	 123163S

1-1/2	 14 123152S	 123156S	     - 	 123164S

1-1/2 x 1-1/2 sq.	 16 -	 -	 123066S 	 -	

1-1/4	 16 123057S	 123061S	     - 	 123067S

1-7/16	 16 123058S	 123062S	     - 	 123068S

1-1/2	 16 123059S	 123063S	     - 	 123069S

1-3/4	 16 123060S	 123064S	     - 	 123070S

1-1/2 x 1-1/2 sq.	 18 -	 -	 123080S 	 -	

1-1/4	 18 123071S	 123075S	     - 	 123081S

1-7/16	 18 123072S	 123076S	     - 	 123082S

1-1/2	 18 123073S	 123077S	     - 	 123070S

1-3/4	 18 123074S	 123078S	     - 	 123071S

1-1/2 x 1-1/2 sq.	 20 -	 -	 123094S 	 -	

1-1/4	 20 123085S	 123089S	     - 	 123095S

1-7/16	 20 123086S	 123090S	     - 	 123096S

1-1/2	 20 123087S	 123091S	     - 	 123097S

1-3/4	 20 123088S	 123092S	     - 	 123098S

See all sprockets 
and idlers on 

pages 101-125For delivery 

information, contact 

customer service.

In Stock items (subject to prior sales)
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  LBP 2251
Flat Top Belts with 
Accumulation Rollers

• Easy installation and maintenance
• Optimum product stability
• High performance
• Easy to clean
• Long wear life
• Low noise rollers

Standard Length: 5ft.
Pitches: 60

Flat Top Belts with Rollers

Material: "LF Dark Grey" Low friction acetal belt. Water blue acetal resin rollers with stainless steel roller shaft.

	 Chain	 Width	 Part Backflex	 Max Load*	 Weight 
	 Reference	 (mm)	 Number Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 LBP 2251-0085	 251800 4.75	 2604	 5.98

	 LBP 2251-0170	 251801 4.75	 2604	 5.98

	 LBP 2251-0255	 251802 4.75	 2604	 5.98

	 LBP 2251-0340	 251803 4.75	 2604	 5.98

	 LBP 2251-0425	 251804 4.75	 2604	 5.98

	 LBP 2251-0510	 251805 4.75	 2604	 5.98

	 LBP 2251-0595	 251806 4.75	 2604	 5.98

	 LBP 2251-0680	 251807 4.75	 2604	 5.98

	 LBP 2251-0765	 251808 4.75	 2604	 5.98

	 LBP 2251-0850	 251809 4.75	 2604	 5.98

	 LBP 2251-0935	 251810 4.75	 2604	 5.98

	 LBP 2251-1020	 251811 4.75	 2604	 5.98

	 LBP 2251-1105	 251812 4.75	 2604	 5.98

	 LBP 2251-1190	 251813 4.75	 2604	 5.98

	 LBP 2251-1275	 251814 4.75	 2604	 5.98

	 LBP 2251-1360	 251815 4.75	 2604	 5.98

	 LBP 2251-1445	 251816 4.75	 2604	 5.98

	 LBP 2251-1530	 251817 4.75	 2604	 5.98

	 LBP 2251-1615	 251818 4.75	 2604	 5.98

	 LBP 2251-1700	 251819 4.75	 2604	 5.98

	 Chain	 Width	 Part Backflex	 Max Load*	 Weight 
	 Reference	 (mm)	 Number Radius	 (lbs. per ft.)	 (lbs. per sq. ft.)

	 LBP 2251-1785	 251820 4.75	 2604	 5.98

	 LBP 2251-1870	 251821 4.75	 2604	 5.98

	 LBP 2251-1955	 251822 4.75	 2604	 5.98

	 LBP 2251-2040	 251823 4.75	 2604	 5.98

	 LBP 2251-2125	 251824 4.75	 2604	 5.98

	 LBP 2251-2210	 251825 4.75	 2604	 5.98

	 LBP 2251-2295	 251826 4.75	 2604	 5.98

	 LBP 2251-2380	 251827 4.75	 2604	 5.98

	 LBP 2251-2465	 251828 4.75	 2604	 5.98

	 LBP 2251-2550	 251829 4.75	 2604	 5.98

	 LBP 2251-2635	 251830 4.75	 2604	 5.98

	 LBP 2251-2720	 251831 4.75	 2604	 5.98

	 LBP 2251-2805	 251832 4.75	 2604	 5.98

	 LBP 2251-2890	 251833 4.75	 2604	 5.98

	 LBP 2251-2975	 251834 4.75	 2604	 5.98

	 LBP 2251-3060	 251835 4.75	 2604	 5.98

	 LBP 2251-3145	 251836 4.75	 2604	 5.98

	 LBP 2251-3230	 251837 4.75	 2604	 5.98

	 LBP 2251-3315	 251838 4.75	 2604	 5.98

	 LBP 2251-3400	 251839 4.75	 2604	 5.98
*Max. load changes according to belt width. Example: max. load for a 24 inch 
wide belt is 2 times the lbs. per foot figure shown.

For delivery 

information, contact 

customer service.
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	  Machined		  Machined
	  Split			   Split
Shaft Sized	 Teeth or
Bore Dia.	 Equivalent Part Number		  Part Number

.71*	 16 125250GF		  125250GF

1	 16 125250S		  125250RS

1-1/4	 16 125251S		  125251RS

1-7/16	 16 125252S		  125252RS

1-1/2	 16 125253S		  125253RS

.71*	 18 125254GF		  125254GF

1	 18 125254S		  125254RS

1-1/4	 18 125255S		  125255RS

1-7/16	 18 125256S		  125256RS

1-1/2	 18 125257S		  125257RS

.71*	 20 125258GF		  125258GF	

1	 20 125258S		  125258RS

1-1/4	 20 125259S		  125259RS

1-7/16	 20 125260S		  125260RS

1-1/2	 20 125261S		  125261RS

.71*	 21 125262GF		  125262GF

1	 21 125262S		  125262RS

1-1/4	 21 125263S		  125263RS

1-7/16	 21 125264S		  125264RS

1-1/2	 21 125265S		  125265RS
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket 
Options for LBP 2251 
Flat Top Belts

Idler Options 
for LBP 2251 
Flat Top Belts

	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/4	 14 123150S	 123154S	     - 	 123162S

1-7/16	 14 123151S	 123155S	     - 	 123163S

1-1/2	 14 123152S	 123156S	     - 	 123164S

1-1/2 x 1-1/2 sq.	 16 -	 -	 123066S 	 -	

1-1/4	 16 123057S	 123061S	     - 	 123067S

1-7/16	 16 123058S	 123062S	     - 	 123068S

1-1/2	 16 123059S	 123063S	     - 	 123069S

1-3/4	 16 123060S	 123064S	     - 	 123070S

1-1/2 x 1-1/2 sq.	 18 -	 -	 123080S 	 -	

1-1/4	 18 123071S	 123075S	     - 	 123081S

1-7/16	 18 123072S	 123076S	     - 	 123082S

1-1/2	 18 123073S	 123077S	     - 	 123070S

1-3/4	 18 123074S	 123078S	     - 	 123071S

1-1/2 x 1-1/2 sq.	 20 -	 -	 123094S 	 -	

1-1/4	 20 123085S	 123089S	     - 	 123095S

1-7/16	 20 123086S	 123090S	     - 	 123096S

1-1/2	 20 123087S	 123091S	     - 	 123097S

1-3/4	 20 123088S	 123092S	     - 	 123098S

See all sprockets 
and idlers on 

pages 101-125For delivery 

information, contact 

customer service.

Flat Top Belts with Rollers

In Stock items (subject to prior sales)
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Side Flexing Flat Top Chain-Belt

SC
1.66

RD=5.51
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Standard tracks
for TAB system or 
ValuTrac II system.

L

  2251 TAB
Side Flexing Chain-Belts,  
TAB Guides

• High strength and heavy duty flight design.
• Chain thickness and hinge design ensure high working load capacity.
• Matching height to 2252 series belts allows for standardization of  

conveyor design.
• Optimum product stability. Top plate design and 1 inch pitch allows for 
	 a maximum support area and smooth product transfer.

Chain-Belts solve the problem of how to incorporate side flexing needs into a straight 
running modular belt application. Uses standard TAB style chain tracks or guides.

Chain-Belts are designed to have the same height above the wear surface  
as modular belts, and a solid surface that makes them suitable for glass  
bottles and PET bottles, especially those with low contact area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per sq. ft.)

LFG 2251 TAB K330 FT	 11325	 3.3	 20	 1.81	 1.77	 450	 1.28

LFG 2251 TAB K450 FT	 11326	 4.5	 20	 1.81	 1.77	 450	 1.28

Material: "XPG Dark Brown" Very low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per sq. ft.)

XPG 2251 TAB K330 FT	 11325XPG	 3.3	 20	 1.81	 1.77	 450	 1.28

XPG 2251 TAB K450 FT	 11326XPG	 4.5	 20	 1.81	 1.77	 450	 1.28

	  	 Machined Machined
	  	 Split Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent 	 Part Number Part Number

.71*	 16 	 121017 -
1	 16 	 321018 321065
1-1/4	 16 	 321019 321066
1-7/16	 16 	 321020 321067
1-1/2	 16 	 321021 321068
.71*	 18 	 121023 -	
1	 18 	 321024 321070
1-1/4	 18 	 321025 321071
1-7/16	 18 	 321026 321072
1-1/2	 18 	 321027 321073
.71*	 19 	 121029 -
1	 19 	 321030 321075
1-1/4	 19 	 321031 321076
1-7/16	 19 	 321032 321077
1-1/2	 19 	 321033 321078
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 2251 TAB Chain-Belts

Idler Options 
for 2251 TAB 
Chain-Belts

See all sprockets 
and idlers on 

pages 101-125

Use in

combination with

2252 series 

belts

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/2 x 1-1/2 sq. 	 16 -	 -	 123108S 	 -

1-1/4	 16 123099S	 123103S	 - 	 123109S

1-7/16	 16 123100S	 123104S	 - 	 123110S

1-1/2	 16 123101S	 123105S	 - 	 123111S

1-3/4	 16 123102S	 123106S	 - 	 123112S

1-1/2 x 1-1/2 sq. 	 18 -	 -	 123122S 	 -

1-1/4	 18 123113S	 123117S	 - 	 123123S

1-7/16	 18 123114S	 123118S	 - 	 123124S

1-1/2	 18 123115S	 123119S	 - 	 123125S

1-3/4	 18 123116S	 123120S	 - 	 123126S

1-1/2 x 1-1/2 sq. 	 19 -	 -	 123136S 	 -

1-1/4	 19 123127S	 123131S	 - 	 123137S

1-7/16	 19 123128S	 123132S	 - 	 123138S

1-1/2	 19 123129S	 123133S	 - 	 123139S

1-3/4	 19 123130S	 123134S	 - 	 123140S

Side Flexing Flat Top Chain-Belt

For delivery 

information, contact 

customer service.

Drive Sprocket Options 
for 2251 TAB Chain-Belts

Idler Options 
for 2251 TAB 
Chain-Belts

See all sprockets 
and idlers on 

pages 101-125

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Length

90˚

Radius

Length

Carry

Return

Carry

Return

Carry

Return

Carry

Return

90˚

Radius

Corner Track
	  Radius
Part Number	 Track Width  (inches)

VT-980-T-18-0325	 3.75 18

VT-980-T-24-0325	 3.75 24

VT-980-T-24-0450	 5.0 24

Track Options for 
2251 TAB Chain-Belts

Straight Track
	  Length
Part Number	 Track Width (feet)

VT-980-T-S-0325-3	 3.75 3

VT-980-T-S-0325-6	 3.75 6

VT-980-T-S-0325-10	 3.75 10

VT-980-T-S-0450-3	 5.0 3

VT-980-T-S-0450-6	 5.0 6

VT-980-T-S-0450-10	 5.0 10

See all ValuTrac 
modules on pages 

130-145
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Side Flexing Flat Top Chain-Belt
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Magnetic corner track
system is also available.

  2251 M
Side Flexing Chain-Belts

• High strength and heavy duty flight design.
• Chain thickness and hinge design ensure 
	 high working load capacity.
• Matching height to 2252 series belts allows for 
	 standardization of conveyor design.
• Optimum product stability. Top plate design and 1 inch pitch 
	 allows for a maximum support area and smooth product transfer.

Chain-Belts solve the problem of how to incorporate side flexing needs 
into a straight running modular belt application. For use with Dual 
Magnetic Corner Tracks.

Chain-Belts are designed to have the same height above the wear surface  
as modular belts, and a solid surface that makes them suitable for glass  
bottles and PET bottles, especially those with low contact area bases.

Standard Length: 10ft.
Pitches: 120

Material: "LFG Dark Grey" Low friction acetal with 304 stainless pins.

Material: "XPG Dark Brown" Low friction acetal with 304 stainless pins.

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

LFG 2251 M K330 FT	 11322	 3.3	 20	 1.77	 1.73	 450	 1.18

LFG 2251 M K450 FT	 11328	 4.5	 20	 1.77	 1.73	 450	 1.47

		  L	 R	 SC	 SC	 Max	 Weight 
Chain Reference	 Part Number	 (width)	 min.	 Straight	 Curved	 Load (lbs.)	 (lbs. per ft.)

XPG 2251 M K330 FT	 11322XPG	 3.3	 20	 1.77	 1.73	 450	 1.18

XPG 2251 M K450 FT	 11328XPG	 4.5	 20	 1.77	 1.73	 450	 1.47

	  	 Machined Machined
	  	 Split Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent 	 Part Number Part Number

.71*	 16 	 121017 -
1	 16 	 321018 321065
1-1/4	 16 	 321019 321066
1-7/16	 16 	 321020 321067
1-1/2	 16 	 321021 321068
.71*	 18 	 121023 -	
1	 18 	 321024 321070
1-1/4	 18 	 321025 321071
1-7/16	 18 	 321026 321072
1-1/2	 18 	 321027 321073
.71*	 19 	 121029 -
1	 19 	 321030 321075
1-1/4	 19 	 321031 321076
1-7/16	 19 	 321032 321077
1-1/2	 19 	 321033 321078
*Plain bore pilot hole. Not sized to a shaft.

Drive Sprocket Options 
for 2251 M Chain-Belts

Idler Options 
for 2251 M 
Chain-Belts See all sprockets 

and idlers on 
pages 101-125

Use in combination 
with 2252 series beltsSee page 146 for 

more information.

Items have 3 day lead time for reworkIn Stock items (subject to prior sales)
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	  Molded	 Molded	 Molded 	 Molded
	  Single Key	 Double Key	 Square Shaft 	 Split
Shaft Sized	 Teeth or 
Bore Dia.	 Equivalent Part Number	 Part Number	 Part Number 	 Part Number

1-1/2 x 1-1/2 sq. 	 16 -	 -	 123108S 	 -

1-1/4	 16 123099S	 123103S	 - 	 123109S

1-7/16	 16 123100S	 123104S	 - 	 123110S

1-1/2	 16 123101S	 123105S	 - 	 123111S

1-3/4	 16 123102S	 123106S	 - 	 123112S

1-1/2 x 1-1/2 sq. 	 18 -	 -	 123122S 	 -

1-1/4	 18 123113S	 123117S	 - 	 123123S

1-7/16	 18 123114S	 123118S	 - 	 123124S

1-1/2	 18 123115S	 123119S	 - 	 123125S

1-3/4	 18 123116S	 123120S	 - 	 123126S

1-1/2 x 1-1/2 sq. 	 19 -	 -	 123136S 	 -

1-1/4	 19 123127S	 123131S	 - 	 123137S

1-7/16	 19 123128S	 123132S	 - 	 123138S

1-1/2	 19 123129S	 123133S	 - 	 123139S

1-3/4	 19 123130S	 123134S	 - 	 123140S

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 100		  3.94	 KMD.16.15.01.A	 KMD.16.30.01.A KMD.16.45.01.A	 KMD.16.60.01.A	 KMD.16.75.01.A	 KMD.16.90.01.A

	 2	 185		  7.28	 KMD.16.15.02.A	 KMD.16.30.02.A KMD.16.45.02.A	 KMD.16.60.02.A	 KMD.16.75.02.A	 KMD.16.90.02.A

	 3	 270		 10.63	 KMD.16.15.03.A	 KMD.16.30.03.A KMD.16.45.03.A	 KMD.16.60.03.A	 KMD.16.75.03.A	 KMD.16.90.03.A

	 4	 355		 13.98	 KMD.16.15.04.A	 KMD.16.30.04.A KMD.16.45.04.A	 KMD.16.60.04.A	 KMD.16.75.04.A	 KMD.16.90.04.A
For additional number of tracks in a magnetic curve, see the chain track catalog section.

Side Flexing Flat Top Chain-Belt

For delivery 

information, contact 

customer service.

Track Options for 2251 TAB
Chain-Belts / K330 Series

See all Magnetic 
Corner Tracks on 
pages 146-153

Drive Sprocket Options 
for 2251 M Chain-Belts

Idler Options 
for 2251 M
Chain-Belts

Track Options for 2251 TAB
Chain-Belts / K450 Series

	 Number		  Total Width
	 of Tracks	 mm		 inches	   15° 	   30°    45° 	   60° 	   75° 	   90° 

	 1	 129		  5.08	 KMD.66.15.01.A	 KMD.66.30.01.A KMD.66.45.01.A	 KMD.66.60.01.A	 KMD.66.75.01.A	 KMD.66.90.01.A

	 2	 246		  9.69	 KMD.66.15.02.A	 KMD.66.30.02.A KMD.66.45.02.A	 KMD.66.60.02.A	 KMD.66.75.02.A	 KMD.66.90.02.A

	 3	 363		 14.29	 KMD.66.15.03.A	 KMD.66.30.03.A KMD.66.45.03.A	 KMD.66.60.03.A	 KMD.66.75.03.A	 KMD.66.90.03.A

	 4	 480		 18.90	 KMD.66.15.04.A	 KMD.66.30.04.A KMD.66.45.04.A	 KMD.66.60.04.A	 KMD.66.75.04.A	 KMD.66.90.04.A

See all sprockets 
and idlers on 

pages 101-125

90°

Radius

M a g n e t i c
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